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	Reason for change:
	(1)The connectionEstablishmentFailureControl is used in 5.3.3.7 while connEstFailureControl is included in SIB1. The IE name used in the procedure part should align with the field name included in SIB1. 

(2)In RRCSetup message, in addition to RLC bearer for the SRB1, mac-CellGroupConfig, physicalCellGroupConfig and spCellConfig, network can also configure reportUplinkTxDirectCurrent. The field description for masterCellGroup should be updated to allow configuration of  reportUplinkTxDirectCurrent.

	
	

	Summary of change:
	Change  connectionEstablishmentFailureControl  into connEstFailureControl  in 5.3.3.7.

Clarify in the field description of masterCellGroup that reportUplinkTxDirectCurrent can also be configured.

Impact analysis

Impacted functionality:

RRC connection establishment.

Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, the network cannot configure reportUplinkTxDirectCurrent via RRCSetup message;

2.
If the network is implemented according to this CR but the UE is not, UE cannot identify the connEstFailureControl in SIB1, the configuration inside can not apply.

	
	

	Consequences if not approved:
	The network is not allowed to configure reportUplinkTxDirectCurrent via RRCSetup message. 

The configuration in connEstFailureControl can not apply.

	
	

	Clauses affected:
	5.3.3.7, 6.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	
	x
	 Test specifications
	 

	(show related CRs)
	
	x
	 O&M Specifications
	 

	
	

	Other comments:
	


Start of change

5.3.3.7
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
if the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:

3>
for a period as indicated by connEstFailOffsetValidity:

4>
use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];

NOTE:
When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

Next change

6.2.2
Message definitions

–
RRCSetup
The RRCSetup message is used to establish SRB1.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: Network to UE

RRCSetup message

-- ASN1START

-- TAG-RRCSETUP-START

RRCSetup ::=                        SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcSetup                            RRCSetup-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCSetup-IEs ::=                    SEQUENCE {

    radioBearerConfig                   RadioBearerConfig,

    masterCellGroup                     OCTET STRING (CONTAINING CellGroupConfig),

    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,

    nonCriticalExtension                SEQUENCE{}                                                              OPTIONAL
}

-- TAG-RRCSETUP-STOP

-- ASN1STOP

	RRCSetup-IEs field descriptions

	masterCellGroup
The network configures only the RLC bearer for the SRB1, mac-CellGroupConfig, physicalCellGroupConfig, spCellConfig and reportUplinkTxDirectCurrent.

	radioBearerConfig
Only SRB1 can be configured in RRC setup.


End of change
