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	Reason for change:
	As was discussed during RAN2#103bis, the UE may indicate whether it supports setup of EN-DC during inter-system handover from NR.


	
	

	Summary of change:
	Added new UE capability description in clause 4.2.10 Inter-RAT parameters.
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If the network is implemented according to this CR while the UE is not, there is no inter-operability issue, but the UE may not setup EN-DC during inter-RAT handover as the network will not receive the UE capability for this feature.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue, but the network will not understand the new UE capability.

	
	

	Consequences if not approved:
	UEs will not be able to indicate whether they support setup of EN-DC during inter-system handover.

	
	

	Clauses affected:
	4.2.10 Inter-RAT parameters

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 38.331 ... CR 630

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Page 1


[bookmark: _Toc524434305]START OF CHANGES
[bookmark: _Toc526379672][bookmark: _Toc526379667][bookmark: _Toc525763603]4.2.10	Inter-RAT parameters
[bookmark: _Toc526379673]4.2.10.1	eutraFDD
This parameter defines whether the UE supports EUTRA FDD.
[bookmark: _Toc526379674]4.2.10.2	eutraTDD
[bookmark: _GoBack]This parameter defines whether the UE supports EUTRA TDD.
4.2.10.x 	interSystemENDC-Setup
Indicates whether the UE supports configuring EN-DC during an inter-RAT handover from NR.
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