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	Reason for change:
	EN-DC impact on LTE HARQ operation was covered by CR1262 in R2-1808280 and CR1196 in R2-1714072, following the agreement from RAN1 #92:
Agreement:
For a UE operating in EN-DC when configured with Case 1 HARQ timing on an FDD PCell
· No changes to the current DCI format size for DCI formats 0 and 1A in the CSS
· UE does not use PHICH
· The UL scheduling/HARQ timing is as follows:
· PUSCH HARQ RTT is 10ms
· UL grant in subframe n scheduled PUSCH in subframe n+4, and the UL grant for the same UL HARQ process occurs in subframe n+10 
· Note: This supersedes previous agreements on the scheduling/HARQ timing for the UL
· The DAI field and the HARQ process number field in DCI formats in the USS follows the design of FDD SCell with TDD PCell
· Support PUCCH format 3/4/5 procedures for HARQ-ACK feedback as in LTE FDD SCell with a TDD PCell, with the following exceptions
· The PUCCH format 1a/1b resource corresponding to a PDSCH scheduled with a DCI is derived based on the resource determination procedure for FDD
· A UE is not expected to receive both unicast PDSCH scheduled by CSS and unicast PDSCH scheduled by USS within a HARQ-ACK bundling window
· If a unicast PDSCH is scheduled in CSS, UE assumes DAI=1
· Note: The above does not change the agreement that LTE UL transmissions only occur in the UL subframes (not including special subframes) of the reference UL/DL configuration
· Note: Per previous agreement, the PDSCH-to-HARQ feedback timing follows the reference UL/DL configuration, for DL assignments in both CSS and USS.
 
For uplink, the CR1262 captured the timing using the UL HARQ RTT timer. This is incorrect as that timer is only used for asynchronous HARQ operation and the RAN1 agreement indicated the use of synchronous HARQ with a 10 ms HARQ RTT. The timing for synchronous HARQ should be captured in physical layer specifications as it is invisible to MAC except in section 5.7, where it is referred to: “an uplink grant for a pending HARQ retransmission can occur and there is data in the corresponding HARQ buffer for synchronous HARQ process”. Because the timer is only used in asynchronous HARQ, the timer will not be started in SUO case 1, and the corresponding text can be removed without impact to implementations.
For downlink, the current specification text states that for FDD the HARQ RTT Timer is 8 subframes. This is not correct for SUO case 1. The correct timing is captured in physcial layer specifications, and in this specification it is sufficient to state that it should follow the FDD SCell with TDD as PCell. This clarification can also be made without impact to implementations.

	
	

	Summary of change:
	1. For UL, remove “In case of EN-DC, UL HARQ RTT timer is set to 6 subframes for FDD configured with tdm-PatternConfig-r15.” 
2. For DL, clarify that for FDD the HARQ RTT Timer is 8ms if it is not configured with  subframeAssignment-r15
Impact analysis
Impacted functionality: HARQ operation.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, there is no interoperability problem.
2. If the UE is implemented according to the CR and the network is not, there is no interoperability problem.
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	HARQ operation for SUO case 1 is not correctly captured.

	
	

	Clauses affected:
	7.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]Corresponding draft LS to RAN1 in R2-1817499




Page 1






First Modified Subclause
[bookmark: _Toc526160839][bookmark: _Hlk528583644]7.7	HARQ RTT Timers
For each serving cell, in case of FDD configuration not configured with subframeAssignment-r15 and in case of Frame Structure Type 3 configuration on the serving cell which carries the HARQ feedback for this serving cell the HARQ RTT Timer is set to 8 subframes. For each serving cell, in case of TDD configuration or FDD with subframeAssignment-r15 configured on the serving cell which carries the HARQ feedback for this serving cell the HARQ RTT Timer is set to k + 4 subframes, where k is the interval between the downlink transmission and the transmission of associated HARQ feedback, as indicated in subclauses 10.1 and 10.2 of [2], and for an RN configured with rn-SubframeConfig [8] and not suspended, as indicated in Table 7.5.1-1 of [11].
[bookmark: _Hlk496784998]For each serving cell, for HARQ processes scheduled using Short Processing Time (3GPP TS 36.331 [8]) the HARQ RTT is set to 6 subframes for FDD and Frame Structure Type 3 and set to k + 3 subframes for TDD, where k is the interval between the downlink transmission and the transmission of associated HARQ feedback, as indicated in subclauses 10.1 and 10.2 of 3GPP TS 36.213 [2].
For each serving cell, for HARQ processes scheduled using short TTI (3GPP TS 36.331 [8]) the HARQ RTT is set to 8 TTIs if the TTI length is one slot or if proc-Timeline is set to n+4 set1, to 12 TTIs if proc-Timeline is set to n+6 set1 or n+6 set2 and to 16 TTIs if proc-Timeline is set to n+8 set2 for FDD and Frame Structure Type 3.
For TDD short TTI the HARQ RTT is set to k + 4 TTIs, where k is the interval between the downlink transmission and the transmission of associated HARQ feedback, as indicated in subclauses 10.1 and 10.2 of 3GPP TS 36.213 [2].
For BL UEs and UEs in enhanced coverage, HARQ RTT Timer corresponds to 7 + N where N is the used PUCCH repetition factor, where only valid (configured) UL subframes as configured by upper layers in fdd-UplinkSubframeBitmapBR are counted. In case of TDD, HARQ RTT Timer corresponds to 3 + k + N, where k is the interval between the last repetition of downlink transmission and the first repetition of the transmission of associated HARQ feedback, and N is the used PUCCH repetition factor, where only valid UL subframes are counted as indicated in subclauses 10.1 and 10.2 of [2].
For NB-IoT the HARQ RTT Timer is set to k+3+N+deltaPDCCH subframes, where k is the interval between the last subframe of the downlink transmission and the first subframe of the associated HARQ feedback transmission and N is the transmission duration in subframes of the associated HARQ feedback, and deltaPDCCH is the interval from the last subframe of the associated HARQ feedback transmission plus 3 subframes to the first subframe of the next PDCCH occasion.
Except for NB-IoT and for HARQ processes scheduled using Short Processing Time and for short TTI, UL HARQ RTT Timer length is set to 4 subframes for FDD and Frame Structure Type 3, and set to kULHARQRTT subframes for TDD, where kULHARQRTT equals to the kPHICH value indicated in Table 9.1.2-1 of [2] if the UE is not configured with upper layer parameter symPUSCH-UpPts for the serving cell, otherwise the kPHICH value is indicated in Table 9.1.2-3. In case of EN-DC, UL HARQ RTT timer is set to 6 subframes for FDD configured with tdm-PatternConfig-r15.
For NB-IoT, the UL HARQ RTT timer length is set to 4+deltaPDCCH subframes, where deltaPDCCH is the interval from the last subframe of the PUSCH transmission plus 4 subframes to the first subframe of the next PDCCH occasion.
For HARQ processes scheduled using Short Processing Time (3GPP TS 36.331 [8]), the UL HARQ RTT Timer length is set to 3 subframes for FDD and for Frame Structure Type 3, and set to kULHARQRTT subframes for TDD, where kULHARQRTT equals the value indicated in Table 7.7-1 and Table 7.7-2.
For HARQ processes scheduled using short TTI (3GPP TS 36.331 [8]), the UL HARQ RTT Timer length is set to 8 TTIs if the TTI length is one slot or if proc-Timeline is set to n+4 set1, to 12 TTIs if proc-Timeline is set to n+6 set1 or n+6 set2 and to 16 TTIs if proc-Timeline is set to n+8 set2 for FDD and Frame Structure Type 3. For TDD short TTI the UL HARQ RTT is set to kULHARQRTT TTIs, where kULHARQRTT equals the value indicated in Table 7.7-3, Table 7.7-4 and Table 7.7-5.
Table 7.7-1: kULHARQRTT for TDD Short Processing Time when special subframe configurations 0~9 is configured
	TDD UL/DL
Configuration
	subframe index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	
	
	3
	3
	6
	
	
	3
	3
	6

	1
	
	
	3
	3
	
	
	
	3
	3
	

	2
	
	
	3
	
	
	
	
	3
	
	

	3
	
	
	3
	3
	3
	
	
	
	
	

	4
	
	
	3
	3
	
	
	
	
	
	

	5
	
	
	3
	
	
	
	
	
	
	

	6
	
	
	3
	3
	5
	
	
	3
	3
	



Table 7.7-2: kULHARQRTT for TDD Short Processing Time applied when special subframe configuration 10 is configured
	TDD UL/DL
Configuration
	subframe index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9

	0
	
	4
	3
	3
	6
	 
	4
	3
	3
	6

	1
	
	3
	3
	3
	 
	 
	3
	3
	3
	 

	2
	
	3
	3
	
	
	
	3
	3
	
	 

	3
	
	4
	3
	3
	3
	
	
	
	
	 

	4
	
	3
	3
	3
	
	
	
	
	
	 

	5
	
	3
	3
	
	
	
	
	
	
	 

	6
	
	4
	3
	3
	5
	
	3
	3
	3
	 



Table 7.7-3: kULHARQRTT for TDD short TTI applied when special subframe configurations 1, 2, 3, 4, 6, 7 and 8 are configured
	TDD UL/DL
Configuration
	sTTI index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19

	0
	
	
	
	
	6
	5
	4
	4
	4
	4
	
	
	
	
	6
	5
	4
	4
	4
	4

	1
	
	
	
	
	4
	4
	4
	4
	
	
	
	
	
	
	4
	4
	4
	4
	
	

	2
	
	
	
	
	4
	4
	
	
	
	
	
	
	
	
	4
	4
	
	
	
	

	3
	
	
	
	
	6
	5
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	

	5
	
	
	
	
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	6
	
	
	
	
	6
	5
	4
	4
	4
	4
	
	
	
	
	4
	4
	4
	4
	
	



Table 7.7-4: kULHARQRTT for TDD short TTI applied when special subframe configurations 0, 5 and 9 are configured
	TDD UL/DL
Configuration
	sTTI index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19

	0
	
	
	
	
	6
	5
	4
	4
	4
	11
	
	
	
	
	6
	5
	4
	4
	4
	11

	1
	
	
	
	
	4
	4
	4
	4
	
	
	
	
	
	
	4
	4
	4
	4
	
	

	2
	
	
	
	
	4
	4
	
	
	
	
	
	
	
	
	4
	4
	
	
	
	

	3
	
	
	
	
	6
	5
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	

	5
	
	
	
	
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	6
	
	
	
	
	6
	5
	4
	4
	4
	9
	
	
	
	
	4
	4
	4
	4
	
	



Table 7.7-5: kULHARQRTT for TDD short TTI applied when special subframe configuration 10 is configured
	TDD UL/DL
Configuration
	sTTI index n

	
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19

	0
	
	
	
	7
	6
	5
	4
	4
	4
	11
	
	
	
	7
	6
	5
	4
	4
	4
	11

	1
	
	
	
	5
	4
	4
	4
	4
	
	
	
	
	
	5
	4
	4
	4
	4
	
	

	2
	
	
	
	4
	4
	4
	
	
	
	
	
	
	
	4
	4
	4
	
	
	
	

	3
	
	
	
	7
	6
	5
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	5
	4
	4
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	

	5
	
	
	
	4
	4
	4
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	6
	
	
	
	7
	6
	5
	4
	4
	4
	9
	
	
	
	5
	4
	4
	4
	4
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