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[bookmark: _Hlk503385553]START OF CHANGES
[bookmark: _Toc525763168][bookmark: _Toc494149838]5.3.5.8.2	Inability to comply with RRCReconfiguration
The UE shall:
1>	if the UE is operating in EN-DC and NGEN-DC:
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
2>	else, if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over MCG SRB1;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the connection re-establishment procedure as specified in TS 36.331 [10, 5.3.7], upon which the connection reconfiguration procedure ends.
1>	else if RRCReconfiguration is received via NR (i.e., NR standalone, NE-DC, and NR-DC):
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
NOTE 1:	This case does not apply to NE-DC.
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
2>	else if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB1;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause other;
3>	else:
4>	initiate the connection re-establishment procedure as specified in 5.3.7, upon which the reconfiguration procedure ends;
1>	else if RRCReconfiguration is received via other RAT (HO to NR failure):
2>	if the UE is unable to comply with any part of the configuration included in the RRCReconfiguration message:
3>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
NOTE 12:	The UE may apply above failure handling also in case the RRCReconfiguration message causes a protocol error for which the generic error handling as defined in 10 specifies that the UE shall ignore the message.
NOTE 32:	If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
END OF CHANGES
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