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1. Overall Description:

In S2-1811556, SA2 asked RAN2, RAN3 to provide feedback on the Key issue#2 and solution #5 in TR 23.725.
RAN2 looked into the key issue#2 and solution#5, and would like to provide the following feedback:
1) Is there any relevant study progress in RAN2 and RAN3 on handover with no or minimum interruption in radio interface? 
RAN2 Answer: Yes RAN2 is to start work on handover to realize “close to 0” handover interruption from RAN2#105 in work item on NR mobility.
2) Does RAN2/RAN3 have any issue on the avoidance of latency/jitter due to data forwarding during HO procedure?
RAN2 Answer: The answer to this question is to be provided after work on NR mobility WI starts.
3) RAN2/RAN3 view on the proposal regarding in case of Xn based Handover, the introduction of interaction with CN prior to handover completion?

RAN2 Answer: The answer to this question is to be provided after work on NR mobility WI starts.
4) Does RAN2 and RAN3 see any issue for source RAN node to trigger the handover command once it receives an indication included in the GTP-U header of the first duplicated packet to the source RAN to indicate the start of duplicated transmission?
RAN2 Answer: The answer to this question is to be provided after work on NR mobility WI starts.
2. Actions:

To: SA2
ACTION:   RAN2 respectfully asks SA2 to take the above information into account.
3. Date of Next TSG-RAN2 Meetings:
TSG RAN2 Meeting #105


25 Feb - 01 Mar, 2018

Athens
TSG RAN2 Meeting #105bis

8 Apr - 12 Apr, 2018

China
