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START OF CHANGE

10.2.2
Message definitions
–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB or target ng-eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB or target ng-eNB
HandoverPreparationInformation message

-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL,

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL,

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, rel12, v10j0, v11e0,











v1280, rel13, ..., rel14, rel15}

OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)
OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

-- Late non-critical extensions:

HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v10j0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {


as-Config-v10j0





AS-Config-v10j0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-10


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- Regular non-critical extensions:

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1250-IEs





OPTIONAL

}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v1250




AS-Config-v1250



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1320-IEs





OPTIONAL

}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {


as-Config-v1320





AS-Config-v1320




OPTIONAL,
-- Cond HO2

as-Context-v1320




AS-Context-v1320



OPTIONAL,
-- Cond HO2

nonCriticalExtension



HandoverPreparationInformation-v1430-IEs





OPTIONAL

}
HandoverPreparationInformation-v1430-IEs ::= SEQUENCE {


as-Config-v1430




AS-Config-v1430





OPTIONAL,
-- Cond HO2


makeBeforeBreakReq-r14


ENUMERATED {true}



OPTIONAL,
-- Cond HO2


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

HandoverPreparationInformation-v1530-IEs ::= SEQUENCE {


ran-NotificationAreaInfo-r15

RAN-NotificationAreaInfo-r15


OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP
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