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1. Overall Description:

RAN2 has discussed V2X RAT and interface selection and RAN2 agreed:

RAN2 assumes that the candidate RAT(s) for SL transmission should be associated with a service type by upper layer.
RAN2 assumes that a given V2X service type may be associated with: 1) LTE RAT only, 2) NR RAT only. Whether 3) LTE or NR RAT and 4) LTE and NR RAT could be associated with a given V2X service type is FFS. 
RAN2 assumes Tx profile-based approach is considered as baseline for RAT selection of SL. RAN2 will further discuss the RAN2 impacts of V2X service type and RAT mapping approach.

RAN2 assumes RAT selection is only applied to V2X broadcast service. SL V2X unicast and groupcast service transmissions can only be performed over NR. 
The availability of Uu/PC5 will be informed to upper layer and the upper layer performs the Uu/PC5 interface selection. FFS on how AS layer decides availability of Uu/PC5 and whether we need to specify it.
Meanwhile, RAN2 would like to ask SA2 the following questions on RAT selection for SL.

Question 1: Whether there can be any V2X service(s) which could be associated with:
3) LTE or NR RAT (i.e. the packet for a service type can be transmitted on either of the two RATs) 
4) LTE and NR RAT (i.e. the packet for a service shall be transmitted on both RATs)?
Question 2: Does SA2 have any concern on the assumption that RAT selection is only applied to V2X broadcast service?
2. Actions:

RAN2 respectfully asks SA2 to take the above information into account and provide input to the questions. 
3. Date of next RAN2 meetings:

RAN2#105
25 Feb - 1 Mar 2019   
Athens 
GR

RAN2#105bis
8 April - 12 April 2019   
China

