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	Reason for change:
	The UE behavior for the following scenario is not defined in RRC spec.
Scenario:

RRC initiates RA procedure for Msg1 based SI Request or RRC initiates transmission of RRCSystemInfoRequest message. After initiation of SI request  while the RRC is waiting for acknowledgment for SI request, Cell reselection occurs.
MAC Handling: It would be sufficient to just reset the MAC in above scenario. There is no need to release the MAC configuration. If MAC configuration is released, INACTIVE UEs may be impacted (MAC configuration in AS context may be wrongly discarded). 
RLC Handling: After the RRC initiates transmission of RRCSystemInfoRequest, RRCSystemInfoRequest message is delivered to RLC TM entity buffer. If cell reselection occurs before the MAC has received RAR, RRCSystemInfoRequest message in RLC buffer should be discarded. Otherwise this may be wrongly transmitted later (e.g. when connection is established or resumed) after cell reselection.

	
	

	Summary of change:
	if cell reselection occurs while waiting for the acknowledgment for SI request  message from lower layers, reset MAC. RLC entity for SRB 0 is released if SI request is based on RRCSystemInfoRequest message.
Impacted functionality:

Request for On Demand System Information.
Inter-operability:

1.    If the network is implemented according to the CR and the UE is not, the there are no inter-operability problems.

2.    If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.

	
	

	Consequences if not approved:
	SI request on reselected cell continues errornously using resources of old cell.
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<Start of modification>
5.2.2.3.3
Request for on demand system information

The UE shall:
1>
if SIB1 includes si-SchedulingInfo containing si-RequestConfig or si-RequestConfigSUL:  
2>

trigger the lower layer to initiate the Random Access procedure in accordance with [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfig corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;

2>
if acknowledgement for SI request is received from lower layers;

3>
acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;

1>
else 

2> apply the timeAlignmentTimerCommon included in SIB1;

2> apply the CCCH configuration as specified in 9.1.1.X;

2>
initiate transmission of the RRCSystemInfoRequest message in accordance with 5.2.2.3.4;

2>
if acknowledgement for RRCSystemInfoRequest message is received from lower layers;

3>
acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;

1> if cell reselection occurs while waiting for the acknowledgment for SI request from lower layers:
2> reset MAC;
2> if SI request is based on RRCSystemInfoRequest message:
3> release RLC entity for SRB0.
NOTE: 
After RACH failure for SI request it is UE implementation when to retry the SI request.
<End of modification>
