3GPP TSG RAN WG2#105
R2-1900037
Athens, Greece, 25 February – 1 March, 2019

3GPP TSG-RAN3 Meeting #102
R3-187274
Spokane, US, 12 - 16 Nov 2018
Title:
LS on adding SSB type in the MTC inter-node message
Response to:


Release:
Release 15
Work Item:
NR_newRAT-Core
Source:
RAN3
To:
RAN2
Cc:


Contact Person:


Name:
Hongzhuo Zhang
Tel. Number:


E-mail Address:
Zhanghongzhuo (at) huawei (dot) com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
None
1. Overall Description:

RAN3 discussed the need of exchanging SSB type information over Xn and observed that:

1. It would be helpful for eNB or NG-RAN node to receive information that allow to distinguish between cell defining SSBs and non cell defining SSBs from neighbouring NG-RAN nodes.
RAN3 believes that a suitable way to convey SSB type information could be to identify the CD-SSB within the SSB information carried in the MeasurementTimingConfiguration inter-node RRC message.
2. Actions:

To RAN2 group.

ACTION: 
RAN3 kindly requests RAN2 to take the above into account and update their specifications if needed.
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