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	[bookmark: _Hlk527833404]Reason for change:
	1. In the LCP procedure for sidelink, prioritisedBitRate and bucketSizeDuration is not used, 

-	Step 2: if any resources remain, sidelink logical channels belonging to the selected ProSe Destination are served in decreasing order of priority until either the data for the sidelink logical channel(s) or the SL grant is exhausted, whichever comes first. Sidelink logical channels configured with equal priority should be served equally.
Yet they are listed in the “specified configuration” section for STCH.
2. In the BSR procedure for sidelink, according to TS 36.321 section 5.14.1.4

Each sidelink logical channel is allocated to an LCG depending on the priority and optionally the PPPR of the sidelink logical channel, and the mapping between LCG ID and priority and optionally the mapping between LCG ID and PPPR which are provided by upper layers in logicalChGroupInfoList [8].

Therefore, the associated LCG ID depends on the associated PPPP/PPPR of the LCG ID and the associated PPPP/PPPR of the LCH ID. Yet the LCG ID of STCH is fixed to be 3 in the “specified configuration” section for STCH.


	
	

	Summary of change:
	1. Clarify prioritisedBitRate and bucketSizeDuration are not used for V2X sidelink communication.
2. Clarify logicalChannelGroup = 3 is not used for V2X sidelink communication.

[bookmark: OLE_LINK4][bookmark: OLE_LINK5][bookmark: OLE_LINK72]Impact analysis
Impacted functionality:
Specified configuration for STCH
	
Inter-operability: 
If the UE is implemented according to this CR but the network is not, there is no inter-operability problem.
If the network is implemented according to this CR but the UE is not, there is no inter-operability problem.

If one UE is implemented according to the CR and the other UE is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	Misalignment between TS 36.331 and TS 36.321
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[bookmark: _Toc525857222]9.1.1.6	STCH configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	
	
	

	t-Reordering (PDCP)
	Undefined
	Only used for V2X sidelink communication.
Selected by the receiving UE, up to UE implementation
	V1520

	RLC configuration
	
	Uni-directional UM RLC
UM window size is set to 0
	

	
	
	Uni-directional UM RLC
UM window size is set to 0 for sidelink communication
	v1440

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	
	Undefined
	Not used for V2X sidelink communication.
Selected by the transmitting UE, up to UE implementation
	v1550

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	
	Undefined
	Not used for V2X sidelink communication.
Selected by the transmitting UE, up to UE implementation
	v1550

	logicalChannelGroup
	3
	
	

	
	3
	Set to 3 for sidelink communication
	v1550

	t-Reordering
	Undefined
	Only used for V2X sidelink communication. 
Selected by the receiving UE, up to UE implementation
	v1440

	MAC configuration
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