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1. Introduction

This document provides a TP for the TR to captures the output from email discussion [104/55]:

[104#55][NR/V2X] Unicast (OPPO)
Discuss definition, procedure, signaling flows and information to provide clear whole picture on how each option works for unicast and make a TP for the proposal. (OPPO)

· Option 1: AS layer connection establishment procedure by PC5-RRC is also needed.

· Option 2: Upper layer connection establishment procedure is enough.

Deadline:  Thursday 2019-02-07

2. Text Proposal for TR 38.885

The following changes to TR 38.885 are proposed:

********* Start of Change **********

5.4
L2/L3 protocols

V2X SL communication is supported for UEs in RRC_CONNECTED, RRC_IDLE and (in NR) RRC_INACTIVE modes.

UEs in RRC_INACTIVE or RRC_IDLE perform V2X SL communication by using the cell-specific configurations included in SIB(s) specific to V2X.
PC5-RRC is used to exchange UE capability and AS-layer configuration at least. 
For UE capability transfer, the procedure is triggered during or after PC5-S signalling for direct link setup, and can be done in either one-way as shown in Figure 5.4-1 or two-way manner as shown in Figure 5.4-2. Further details can be discussed in WI stage, including the triggering condition, which UE to send out its own capability information, the selection of the one-way and two-way manner and the content of the message.
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Figure 5.4-1 One-way procedure for UE capability transfer
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Figure 5.4-2 Two-way procedure for sidelink UE capability transfer

For AS-layer configuration, the procedure is triggered during or after PC5-S signalling for direct link setup, and can be done in the two-way manner as shown in Figure 5.4-3. Further details can be discussed in WI stage, including the triggering condition, which UE to send out the AS-layer configuration and the content of the message.
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Figure 5.4-3 sidelink AS-layer configuration procedure

********* End of Change **********
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