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	The following changes are proposed by this CR:
1. Remove the section 7 and make it void.
Impact analysis
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First Modified Subclause
[bookmark: _Toc535443288][bookmark: _Toc525763163]6	Conditionally mandatory features
	Features
	Condition

	Skipping UL configured grant if no data to transmit.
	Configured grant type ½ is supported.

	multipleTimingAdvances
	EN-DC is supported.

	tdm-pattern
	dynamicPowerSharing is not supported or single UL for any band combination is indicated.



[bookmark: _Toc535443289]7	Capability coordination in MR-DC operationVoid
In MR-DC operation, only two nodes (one EUTRA eNB and one NR gNB) need to be considered in the EUTRA/NR capability coordination. For capabilities for which coordination is needed, it is up to the MN to make the decision on how to resolve the dependency between MN and SN configurations. The MN provides the resulting UE capabilities usable for SCG configuration to the SN. The SN is allowed to initiate the re-negotiation of capability. For capabilities for which no coordination is needed, the SN specific capabilities are just forwarded by the MN to the SN. For feature set combination, MN determines its own feature set combination to be used in MN side based on supportedBandCombination in MRDC container then determines the allowed feature set combination list in SN side and indicates them to SN via SCG-ConfigInfo. SN may request to MN different feature set combination to be used in SN side via SCG-Config.
[bookmark: _Toc535443290]8	UE Capability Constraints
The following table lists constraints indicating the minimum UE capabilities that the UE shall support.
	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE shall support.
	16 without duplication
8 per MAC entity with duplication.

	#minCellperMeasObjectNR

	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store associated with a MeasObjectNR.
	32

	#minBlackCellRangesperMeasObjectNR
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store associated with a MeasObjectNR.
	8

	#minCellperMeasObjectEUTRA

	The minimum number of neighbour cells that a UE shall be able to store associated with a MeasObjectEUTRA.
	32

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total from all measurement objects configured.
	256 with counting CSI-RS and SSB as 2.

	#cell for CGI reporting 
	the limit regarding the cells NR can configure includes the cell for which the UE is requested to report CGI.
	(# minCellperMeasObjectRAT - 1), where RAT represents NR and EUTRA.
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