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	Reason for change:
	In R2-1706117, systemInformationBlockType2Dedicated is introduced in Rel-14 MTC. However, the procedure correction is missing.


	
	

	Summary of change:
	Add the procedure for systemInformationBlockType2Dedicated.
Impact Analysis

Impacted functionality:

SI acquisition.
Inter-operability: 

1. If the UE is implemented according the CR and the NW is not, there is no inter-operability problem.
2. If the NW is implemented according the CR and the UE is not, UE may have the desynchronized configuration of systemInformationBlockType2Dedicated with the network.


	
	

	Consequences if not approved:
	The procedure for systemInformationBlockType2Dedicated is not completed. UE may have the desynchronized configuration of systemInformationBlockType2Dedicated with the network.
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	First change


5.2.2.2
Initiation

The UE shall apply the system information acquisition procedure upon selecting (e.g. upon power on) and upon re-selecting a cell, after handover completion, after entering E-UTRA from another RAT, upon return from out of coverage, upon receiving a notification that the system information has changed, upon receiving an indication about the presence of an ETWS notification, upon receiving an indication about the presence of a CMAS notification, upon receiving a notification that the EAB parameters have changed, upon receiving a request from CDMA2000 upper layers, upon receiving a request from positioning upper layers and upon exceeding the maximum validity duration. Unless explicitly stated otherwise in the procedural specification, the system information acquisition procedure overwrites any stored system information, i.e. delta configuration is not applicable for system information and the UE discontinues using a field if it is absent in system information unless explicitly specified otherwise.

In RRC_CONNECTED, BL UEs and UEs in CE are required to acquire system information when T311 is running or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell.

NOTE:
Upon handover, E-UTRAN provides system information required by the UE in RRC_CONNECTED except MIB with RRC signalling, i.e. systemInformationBlockType1Dedicated, systemInformationBlockType2Dedicated and mobilityControlInfo.
	Next change


5.3.5.3
Reception of an RRCConnectionReconfiguration not including the mobilityControlInfo by the UE

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

<Omitted>

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType2Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType2 message as specified in 5.2.2.9;
1>
if the RRCConnectionReconfiguration message includes the dedicatedInfoNASList:

2>
forward each element of the dedicatedInfoNASList to upper layers in the same order as listed;

<Omitted>

	Next change


5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

<Omitted>

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType1Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType1 message as specified in 5.2.2.7;

1>
if the received RRCConnectionReconfiguration includes the systemInformationBlockType2Dedicated:

2>
perfom the actions upon reception of the SystemInformationBlockType2 message as specified in 5.2.2.9;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

<Omitted>
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