Error! No text of specified style in document.
492
Error! No text of specified style in document.



[bookmark: _Hlk733867][bookmark: _Toc535261201][bookmark: _GoBack]3GPP TSG-RAN-WG2 Meeting #105	R2-1900775
Athens, Greece,  25-Feb – 01-Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	<CR#>
	rev
	<Rev#>
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	RRC changes for Secruity deactivation

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	14-02-2019

	
	
	
	
	

	Category:
	?
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	It was agreed to support security reconfiguration during reconfig with sync with PDCP re-establishment.  Specifications need to be updated to capture this correctly

	
	

	Summary of change:
	An indication to PDCP is introduced about the security configuration when ciphering or integrity protection is not enabled.
Disabling of IP is also possible, also during HO to E-UTRA/5GC.  

	
	

	Consequences if not approved:
	Security reconfiguration during reconfig with sync is incorrectly specified leading to inter-operability issues.

[add backward compatibility analysis if this change is agreed for NR SA]

	
	

	Clauses affected:
	5.3.5.6.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




5.3.5.6.5	DRB addition/modification
The UE shall:
1>	for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):
2>	establish a PDCP entity and configure it in accordance with the received pdcp-Config;
2>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
3>	if target RAT of handover is E-UTRA/5GC, or;
3>	if the UE is only connected to E-UTRA/5GC:
4>	configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10];
3>	else:
4>	configure the PDCP entity with the ciphering algorithms according to securityConfig and apply the KUPenc key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB) as indicated in keyToUse;
2> else:
3>	indicate to PDCP entity that ciphering is not enabled for this RB;
2>	if the PDCP entity of this DRB is configured with integrityProtection:
3>	configure the PDCP entity with the integrity algorithms according to securityConfig and apply the KUPint key associated with the master (KeNB/KgNB) or the secondary key (S-KgNB) as indicated in keyToUse;
2> else:
3>	indicate to PDCP entity that integrity protection is not enabled for this RB;
2>	if an sdap-Config is included:
3>	if an SDAP entity with the received pdu-Session does not exist:
4>	establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1;
4>	If an SDAP entity with the received pdu-Session did not exist prior to receiving this reconfiguration:
5>	indicate the establishment of the user plane resources for the pdu-Session to upper layers;
3>	configure the SDAP entity in accordance with the received sdap-Config as specified in TS 37.324 [24] and associate the DRB with the SDAP entity;
2>	if the UE is operating in EN-DC:
3>	if the DRB was configured with the same eps-BearerIdentity either by NR or E-UTRA prior to receiving this reconfiguration:
4>	associate the established DRB with the corresponding eps-BearerIdentity;
3>	else:
4>	indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;
1>	for each drb-Identity value included in the drb-ToAddModList that is part of the current UE configuration:
2>	if the reestablishPDCP is set:
3>	if target RAT of handover is E-UTRA/5GC, or;
3>	if the UE is only connected to E-UTRA/5GC:
4>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
5>	configure the PDCP entity with the ciphering algorithm and KUPenc key configured/derived as specified in TS 36.331 [10], clause 5.4.2.3, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;
4> else:
5>	indicate to PDCP entity that ciphering is not enabled for this RB;
3>	else:
4>	if the PDCP entity of this DRB is not configured with cipheringDisabled:
5>	configure the PDCP entity with the ciphering algorithm and KUPenc key associated with the master key (KeNB/ KgNB) or the secondary key (S-KgNB), as indicated in keyToUse, i.e. the ciphering configuration shall be applied to all subsequent PDCP PDUs received and sent by the UE;
4> else:
5>	indicate to PDCP entity that ciphering is not enabled for this RB;
34>	if the PDCP entity of this DRB is configured with integrityProtection:
45>	configure the PDCP entity with the integrity algorithms according to securityConfig and apply the KUPint key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB) as indicated in keyToUse;
3> else:
4>	indicate to PDCP entity that integrity protection is not enabled for this RB;
3>	re-establish the PDCP entity of this DRB as specified in TS 38.323 [5], clause 5.1.2;
2>	else, if the recoverPDCP is set:
3>	trigger the PDCP entity of this DRB to perform data recovery as specified in TS 38.323 [5];
2>	if the pdcp-Config is included:
3>	reconfigure the PDCP entity in accordance with the received pdcp-Config.
2>	if an sdap-Config is included,
3>	reconfigure the SDAP entity in accordance with the received sdap-Config as specified in TS37.324 [24];
3>	for each QFI value added in mappedQoS-FlowsToAdd, if the QFI value is previously configured, the QFI value is released from the old DRB;
NOTE 1:	Void.
NOTE 2:	When determining whether a drb-Identity value is part of the current UE configuration, the UE does not distinguish which RadioBearerConfig and DRB-ToAddModList that DRB was originally configured in. To re-associate a DRB with a different key (KeNB to S-KeNB or vice versa), the network provides the drb-Identity value in the (target) drb-ToAddModList and sets the reestablishPDCP flag. The network does not list the drb-Identity in the (source) drb-ToReleaseList.
NOTE 3:	When setting the reestablishPDCP flag for a radio bearer, the network ensures that the RLC receiver entities do not deliver old PDCP PDUs to the re-established PDCP entity. It does that e.g. by triggering a reconfiguration with sync of the cell group hosting the old RLC entity or by releasing the old RLC entity.
NOTE 4:	In this specification, UE configuration refers to the parameters configured by NR RRC unless otherwise stated.
NOTE 5: Ciphering and integrity protection can be enabled or disabled for a DRB. The enabling/disabling of ciphering or integrity protection can be changed only by releasing and adding the DRB or during a reconfig with sync with PDCP re-establishment..
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