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	Reason for change:
	1) In 5.3.8.3, it is specified that the UE shall store all current parameters configured with RRCReconfiguration or RRCResume. Parameters to be stored in UE could have been received also with RRCSetup. It is unclear that whether the UE could omit the configuration from RRCSetup. The intention of UE Inactive AS context is to store all configurations. So, the CR proposes to clarify that the configuration from RRCSetup is also stored.

2) According to section 5.3.13.4, the UE restores masterCellGroup from the UE inactive AS context while resuming the RRC connection. The UE inactive AS context may contains the parameters in ReconfigurationWithSync if the UE has received it during CONNECTED mode (e.g. handover). The configurations in ReconfigurationWithSync is cell specific and it is not suitable to restore them while resuming to another cell.
For example, the servingCellConfigCommon contains basic parameters which define the cell (e.g. physical Cell ID, basic SSB parameters, etc). The network also can't change servingCellConfigCommon with RRCResume, because RRCResume can't contain reconfigurationWithSync. This means that network must always use fullConfig in RRCResume, if resume is performed on other cell where the connection was suspended. 
This will make the design of INACTIVE mode not so useful. We think that the UE should not store the configurations in ReconfigurationWithSync. The UE should use common configuration from the system information of cell where it resumes the connection (e.g. use the configuration from servingCellConfigCommon-SIB).

3) The restoring of UE configuration is twice in 5.3.13.3 (as following)

1> restore the RRC configuration and security context from the stored UE AS context except the cellGroupConfig;
...
1> restore the RRC configuration and the KgNB and KRRCint keys from the UE Inactive AS context except the cellGroupConfig and pdcp-Config; 

The first restoring clause should be deleted as it use the obsolete term “UE AS context” and does not handle the exception of pdcp-config.

4) Based on 38.331 chapter 5.3.8.3, it is possible that UE is redirected to LTE and the UE should​ stay in RRC_INACTIVE state (store the UE inactive AS context). RAN2 does not intend to keep the UE inactive context while going to the other RAT. Cell reselection between LTE INACTIVE and NR INACTIVE is not supported. either. So, there should be restriction in 38.331 that RRCRelease cannot contain both suspendConfig and redirectCarrierInfo with redirection to LTE.


	
	

	Summary of change:
	1) In 5.3.8.3, specify that the configurations in RRCSeup should also be included in UE Inactive AS context

2) In 5.3.8.3, specify that the UE does not restore the parameters in ReconfigurationWithSync.

3) In 5.3.13.3, delete the clause about restore UE configuration from obsolete term “UE AS context”

4) In the field description of suspendConfig add the following configuration restriction. 
“The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency.”

Impact analysis
Impacted functionality: 
RRC Suspend/Resume procedure
The CR only impact NR SA operation

Inter-operability:
If the UE implements the CR but the network does not or vice-versa, there is inter-operability issue. The UE and the network may have different understanding on the UE inactive AS context. The consequences if not approved remain.


	
	

	Consequences if not approved:
	The UE and the network may have different understanding on the UE inactive AS context. This may result in unexpected reconfiguration failure or performance lost while the UE back to RRC CONNECTED mode.
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1st and 2nd change

5.3.8.3	Reception of the RRCRelease by the UE
The UE shall:
1>	delay the following actions defined in this sub-clause 60 ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;
1>	stop timer T380, if running;
1>	stop timer T320, if running;
1>	stop timer T390, if running;
1>	if the security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:
2>	if cnType is included:
3>	after the cell selection, indicate the available CN Type(s) and the received cnType to upper layers;
NOTE:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.
1>	if the RRCRelease message includes the cellReselectionPriorities:
2>	store the cell reselection priority information provided by the cellReselectionPriorities;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	if deprioritisationReq is included:
2>	start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;
2>	store the deprioritisationReq until T325 expiry;
1>	if the RRCRelease includes suspendConfig:
2>	apply the received suspendConfig;
2>	reset MAC and release the default MAC Cell Group configuration, if any;
2>	re-establish RLC entities for SRB1;
2>	if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:
3>	stop the timer T319 if running;
3>	in the stored UE Inactive AS context:
4>	replace the KgNB and KRRCint keys with the current KgNB and KRRCint keys;
4>	replace the C-RNTI with the temporary C-RNTI in the cell the UE has received the RRCRelease message;
4>	replace the cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;
4>	replace the physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;
4>	replace the suspendConfig with the current suspendConfig;
2>	else:
3>	store in the UE Inactive AS Context the received suspendConfig, all current parameters configured with RRCReconfiguration, or RRCResume or RRCSetup except the configurations in ReconfigurationWithSync, the current KgNB and KRRCint keys, the ROHC state, the C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;
2>	suspend all SRB(s) and DRB(s), except SRB0;
2>	indicate PDCP suspend to lower layers of all DRBs;
2>	if the t380 is included:
3>	start timer T380, with the timer value set to t380;
2>	if the RRCRelease message is including the waitTime:
3>	start timer T302 with the value set to the waitTime;
3>	inform the upper layer that access barring is applicable for all access categories except categories '0' and '2';
2>	indicate the suspension of the RRC connection to upper layers;
2>	enter RRC_INACTIVE and perform cell selection as specified in TS 38.304 [20];
1>	else
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.

3rd change

[bookmark: _Toc535261241]5.3.13.3	Actions related to transmission of RRCResumeRequest or RRCResumeRequest1 message
The UE shall set the contents of RRCResumeRequest or RRCResumeRequest1 message as follows:
1>	if field useFullResumeID is signalled in SIB1:
2>	select RRCResumeRequest1 as the message to use;
2>	set the resumeIdentity to the stored fullI-RNTI value;
1>	else:
2>	select RRCResumeRequest as the message to use;
2>	set the shortResumeIdentity to the stored shortI-RNTI value;
1>	restore the RRC configuration and security context from the stored UE AS context except the cellGroupConfig;
1>	set the resumeMAC-I to the 16 least significant bits of the MAC-I calculated:
2>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarResumeMAC-Input;
2>	with the KRRCint key in the UE Inactive AS Context and the previously configured integrity protection algorithm; and
2>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
Editor's Note: FFS Additional input to VarResumeMAC-Input (replay attacks mitigation).
1>	restore the RRC configuration and the KgNB and KRRCint keys from the UE Inactive AS context except the cellGroupConfig and pdcp-Config;
1>	derive the KgNB key based on the current KgNB or the NH, using the stored nextHopChainingCount value, as specified in TS 33.501 [11];
1>	derive the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
1>	configure lower layers to apply integrity protection for all radio bearers except SRB0 using the configured algorithm and the KRRCint key and KUPint key derived in this subclause immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
NOTE 1:	Only DRBs with previously configured UP integrity protection shall resume integrity protection.
1>	configure lower layers to apply ciphering for all radio bearers except SRB0 and to apply the configured ciphering algorithm, the KRRCenc key and the KUPenc key derived in this subclause, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	re-establish PDCP entities for SRB1;
1>	resume SRB1;
1>	submit the selected message RRCResumeRequest or RRCResumeRequest1 for transmission to lower layers.
NOTE 2:	Only DRBs with previously configured UP ciphering shall resume ciphering.
If lower layers indicate an integrity check failure while T319 is running, perform actions specified in 5.3.13.5.
The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation.
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4th change
[bookmark: _Toc535261354]6.2.2	Message definitions
<Skip unrelated Parts>
[bookmark: _Toc535261370]–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                   OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                               OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                           OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                           OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               SEQUENCE {}                   OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                          ARFCN-ValueEUTRA,
    cnType-r15                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                                 OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                                OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                                 OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...
}


PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}


CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                                   OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                      OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1}   OPTIONAL,       -- Need R
    ...
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode            TrackingAreaCode,
    ran-AreaCodeList            SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode        OPTIONAL    -- Need R
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP
[bookmark: _Hlk512511925]
	RRCRelease field descriptions

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency. 

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 or 30 (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCodeList
The sum of RAN-AreaCodes all PLMNs does not exceed 32

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCells
The sum of cells from all PLMNs does not exceed 32




