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	Reason for change:
	The RRC parameter of sensingReselectionCounter in TS 36.331 indicates the value of SL_RESOURCE_RESELECTION_COUNTER used for Mode 3 UE’s sensing operation. In addition, for describing how the parameter is used, TS 36.331 refers to Subclause 14.1.1.4B in TS 36.213. However, according to LS (R1-1814390), this is not correct due to the following reasons:

· Subclause 14.1.1.4B in TS 36.213 is used to dedicatedly specify Mode 4 operation. 

· SL_RESOURCE_RESELECTION_COUNTER in Subclause 14.1.1.4B of TS 36.213 refers back to TS 36.321 where the parameter value is generated by UE instead of being indicated by the RRC signalling.

	
	

	Summary of change:
	In 6.3.5, the reference is modified to Subclause 14.1.1.6 of TS 36.213 where the use of sensingReselectionCounter is described correctly.
Impact Analysis

Impacted functionality:
· SL-SCH data transfer

Inter-operability:
· If the UE is implemented according to this CR but the network is not, there is no inter-operability problem.

· If the network is implemented according to this CR but the UE is not, there is no inter-operability problem.

· If one UE is implemented according to the CR and the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	The sensing behaviour of Mode 3 UE cannot be properly interpreted due to the incompatibility between TS 36.213 and TS 36.331.
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–
MeasSensing-Config

The IE MeasSensing-Config specifies the input factors for sensing measurement as specified in TS 36.213 [23].

MeasSensing-Config information element

-- ASN1START

MeasSensing-Config-r15 ::=


SEQUENCE {



sensingSubchannelNumber-r15

INTEGER (1..20),



sensingPeriodicity-r15


ENUMERATED {ms20, ms50, ms100, ms200,












ms300, ms400, ms500, ms600,












ms700, ms800, ms900, ms1000},



sensingReselectionCounter-r15
INTEGER (5..75),



sensingPriority-r15



INTEGER (1..8)

}

-- ASN1STOP

	MeasSensing-Config field descriptions

	sensingReselectionCounter

Indicate the value of SL_RESOURCE_RESELECTION_COUNTER, which is used to derive
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, as specified in TS 36.213 [23], clause 14.1.1.6.

	sensingSubchannelNumber

Indicate the number of sub-channels, i.e., parameter
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, as specified in TS 36.213 [23], clause 14.1.1.6.

	sensingPeriodicity

Indicate the resource reservation interval, i.e., parameter
[image: image3.wmf]rsvp_TX
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, as specified in TS 36.213 [23], clause 14.1.1.6.

	sensingPriority

Indicate the priority to be transmitted in the associated SCI format 1 by the UE, i.e., parameter 
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 as specified in TS 36.213 [23], clause 14.1.1.6.
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