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7.3a.3
User Plane CIoT EPS optimizations

The RRC connection established for User Plane CIoT EPS optimization, as defined in TS 24.301 [20], is characterized as below:

-
A RRC connection suspend procedure is used at RRC connection release, the eNB may request the UE to retain the UE AS context including UE capability in RRC_IDLE;

-
A RRC connection resume procedure is used at transition from RRC_IDLE to RRC_CONNECTED where previously stored information in the UE as well as in the eNB is utilised to resume the RRC connection. In the message to resume, the UE provides a Resume ID to be used by the eNB to access the stored information required to resume the RRC connection;

-
At suspend-resume, security is continued. Re-keying is not supported in RRC connection resume procedure. The short MAC-I is reused as the authentication token at RRC connection reestablishment procedure and RRC connection resume procedure by the UE. The eNB provides the NCC in the RRCConnectionResume message as well. And also the UE resets the COUNT;

-
Multiplexing of CCCH and DTCH in the transition from RRC_IDLE to RRC CONNECTED is not supported;

-
For NB-IoT, a non-anchor carrier can be configured for all unicast transmissions when an RRC connection is re-established, resumed or reconfigured additionally when an RRC connection is established.

The RRC connection suspend and resume procedures are illustrated in Figures 7.3a.3-1 and 7.3a.3-2, respectively. Note that the description here is only intended as an overview and all parameters are therefore not listed in the message flows.
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Figure 7.3a.3-1: RRC Connection Suspend procedure

1.
Due to some triggers, e.g. the expiry of a UE inactivity timer, the eNB decides to suspend the RRC connection.

2.
The eNB initiates the S1-AP UE Context Suspend procedure to inform the MME that the RRC connection is being suspended.

3.
The MME requests the S-GW to release all S1-U bearers for the UE.

4.
MME Acks step 2.

5.
The eNB suspends the RRC connection by sending an RRCConnectionRelease message with the releaseCause set to rrc-Suspend. The message includes the Resume ID which is stored by the UE. Optionally, for EDT, the message also includes the NextHopChainingCount which is stored by the UE.
6.
The UE stores the AS context, suspends all SRBs and DRBs, and enters RRC_IDLE.

<Omitted>
	Next change


10.1.5.1
Contention based random access procedure

The contention based random access procedure is outlined on Figure 10.1.5.1-1 below:
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Figure 10.1.5.1-1: Contention based Random Access Procedure

The four steps of the contention based random access procedures are:

1)
Random Access Preamble on RACH in uplink:

-
There are two possible groups defined and one is optional. If both groups are configured the size of message 3 and the pathloss are used to determine which group a preamble is selected from. The group to which a preamble belongs provides an indication of the size of the message 3 and the radio conditions at the UE. The preamble group information along with the necessary thresholds are broadcast on system information.

2)
Random Access Response generated by MAC on DL-SCH:

-
Semi-synchronous (within a flexible window of which the size is one or more TTI) with message 1;

-
No HARQ;

-
Addressed to RA-RNTI on PDCCH;

-
Conveys at least RA-preamble identifier, Timing Alignment information for the pTAG, initial UL grant and assignment of Temporary C-RNTI (which may or may not be made permanent upon Contention Resolution);

-
Intended for a variable number of UEs in one DL-SCH message.

3)
First scheduled UL transmission on UL-SCH:

-
Uses HARQ;

-
Size of the transport blocks depends on the UL grant conveyed in step 2.

-
For initial access:

-
Conveys the RRC Connection Request generated by the RRC layer and transmitted via CCCH;

-
Conveys at least NAS UE identifier but no NAS message;

-
RLC TM: no segmentation.

-
For RRC Connection Re-establishment procedure:

-
Conveys the RRC Connection Re-establishment Request generated by the RRC layer and transmitted via CCCH;

-
RLC TM: no segmentation;

-
Does not contain any NAS message.

-
After handover, in the target cell:

-
Conveys the ciphered and integrity protected RRC Handover Confirm generated by the RRC layer and transmitted via DCCH;

-
Conveys the C-RNTI of the UE (which was allocated via the Handover Command);

-
Includes an uplink Buffer Status Report when possible.

-
For other events:

-
Conveys at least the C-RNTI of the UE;

-
In the procedure to resume the RRC connection or in the EDT procedure for User Plane CIoT EPS Optimizations:

-
Conveys the RRC Connection Resume Request generated by the RRC layer and transmitted via CCCH;
-
Conveys a Resume ID to resume the RRC connection;
-
For NB-IoT:

-
In the procedure to setup the RRC connection:

-
An indication of the amount of data for subsequent transmission(s) on SRB or DRB can be indicated.
-
For EDT for Control Plane CIoT EPS Optimizations:

-
Conveys the RRC Early Data Request generated by the RRC layer and transmitted via CCCH;

-
Conveys NAS UE identifier and user data concatenated in a NAS message;

-
RLC TM: no segmentation.

-
For EDT for User Plane CIoT EPS Optimizations:
-
Conveys the RRC Connection Resume Request generated by the RRC layer and transmitted via CCCH;
-
Conveys a Resume ID to resume the RRC connection;
-
Conveys ciphered user data transmitted via DTCH; RLC UM/AM: no segmentation;

-
Does not contain any NAS message.

4)
Contention Resolution on DL:

-
Early contention resolution shall be used i.e. eNB does not wait for NAS reply before resolving contention;

-
For NB-IoT, for initial access, RRC connection resume procedure and RRC Connection Re-establishment procedure, eNB may transmit MAC PDU containing the UE contention resolution identity MAC control element without RRC response message;

NOTE:
In Release 13, NB-IoT UEs do not support the MAC PDU containing the UE contention resolution identity MAC control element without RRC response message for initial access, RRC connection resume procedure and RRC Connection Re-establishment procedure.

-
Not synchronised with message 3;

-
HARQ is supported;

-
Addressed to:
-
The Temporary C-RNTI on PDCCH for initial access and after radio link failure;

-
The C-RNTI on PDCCH for UE in RRC_CONNECTED.

-
HARQ feedback is transmitted only by the UE which detects its own UE identity, as provided in message 3, echoed in the Contention Resolution message;

-
For initial access, RRC Connection Re-establishment procedure and EDT for Control Plane CIoT EPS Optimizations, no segmentation is used (RLC-TM).

The Temporary C-RNTI is promoted to C-RNTI for a UE which detects RA success and does not already have a C-RNTI; it is dropped by others. A UE which detects RA success and already has a C-RNTI, resumes using its C-RNTI.

When CA is configured, the first three steps of the contention based random access procedures occur on the PCell while contention resolution (step 4) can be cross-scheduled by the PCell.

When DC is configured, the first three steps of the contention based random access procedures occur on the PCell in MCG and PSCell in SCG. When CA is configured in SCG, the first three steps of the contention based random access procedures occur on the PSCell while contention resolution (step 4) can be cross-scheduled by the PSCell.

	End of change
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