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	Reason for change:
	Some IEs with Need M are commonly used in SIB and dedicated signalling, for example BWP-DownlinkCommon, as follows. 

BWP-DownlinkCommon information element

-- ASN1START

-- TAG-BWP-DOWNLINKCOMMON-START

BWP-DownlinkCommon ::=              SEQUENCE {

    genericParameters                   BWP,

    pdcch-ConfigCommon                  SetupRelease { PDCCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    pdsch-ConfigCommon                  SetupRelease { PDSCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    ...

}

-- TAG-BWP-DOWNLINKCOMMON-STOP

-- ASN1STOP

However the system information shall always include the full configuration, the delta signalling should not be applied for system information and UE should not maintain any previous values. 

 

	
	

	Summary of change:
	1. 
2. Clarify any field with Need M in system information shall be interpreted as Need R.
Impact analysis

Impacted functionality:

System information acquisition
Inter-operability:

1.    If the network is implemented according to the CR and the UE is not, there is a potential mismatch in configuration in case the UE maintains a previously stored value of an absent field.

2.    If the UE is implemented according to the CR and the network is not, potential mismatch in configuration in case the NW expects UE to maintain a previously stored value of an absent field.

	
	

	Consequences if not approved:
	A potential mismatch in configuration in case the UE or NW expects UE to maintain a previously stored value of an absent field.
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6.1.2
Need codes and conditions for optional downlink fields

The need for fields to be present in a message or an abstract type, i.e., the ASN.1 fields that are specified as OPTIONAL in the abstract notation (ASN.1), is specified by means of comment text tags attached to the OPTIONAL statement in the abstract syntax. All comment text tags are available for use in the downlink direction only. The meaning of each tag is specified in table 6.1.2-1.

If conditions are used, a conditional presence table is provided for the message or information element specifying the need of the field for each condition case. The table also specifies whether UE maintains or releases the value in case the field is not present. The conditions clarify what the UE may expect regarding the setting of the message by the network. Violation of conditions is regarded as invalid network behaviour, which the UE is not required to cope with. Hence the general error handling defined in 10.4 does not apply in case a field is absent although it is mandatory according to the CondC or CondM condition.

For guidelines on the use of need codes and conditions, see Annex A.6 and A.7.

Table 6.1.2-1: Meaning of abbreviations used to specify the need for fields to be present

	Abbreviation
	Meaning

	CondC conditionTag
	Configuration condition
Presence of the field is conditional to other configuration settings.

	CondM conditionTag
	Message condition
Presence of the field is conditional to other fields included in the message.

	Need S
	Specified
Used for (configuration) fields, whose field description or procedure specifies the UE behavior performed upon receiving a message with the field absent (and not if field description or procedure specifies the UE behavior when field is not configured).

	Need M
	Maintain
Used for (configuration) fields that are stored by the UE i.e. not one-shot. Upon receiving a message with the field absent, the UE maintains the current value.

	Need N
	No action (one-shot configuration that is not maintained)
Used for (configuration) fields that are not stored and whose presence causes a one-time action by the UE. Upon receiving message with the field absent, the UE takes no action.

	Need R
	Release
Used for (configuration) fields that are stored by the UE i.e. not one-shot. Upon receiving a message with the field absent, the UE releases the current value.


NOTE:
Any field with Need M in system information shall be interpreted as Need R.
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