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	Reason for change:
	In SIB1, the ue-TimerAndConstants is optional. The UE should use the default values if the parameter is absent, as already captured in section 5.3.5.11 of RRC specification.

	
	

	Summary of change:
	Clarify that UE will use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311, if ue-TimersAndConstants are included in the SIB1,  for the procedures of RLF Timers & Constants configuration and SPCell configuration.
The CR is applicable to both EN-DC and SA.
Impact analysis

Impacted functionality:

Timer and constants configuration for RLF Timers & Constants configuration and SPCell configuration procedure
Inter-operability: 

1.    If the network is implemented according to the CR and the UE is not, the UE cannot use values for timers T301, T310, T311 and constants N310, N311, if ue-TimersAndConstants are included in the SIB1, for the procedures of RLF Timers & Constants configuration and SPCell configuration.

2.    If the UE is implemented according to the CR and the network is not, there are no inter-operability problems, because UE can use default values for timers T301, T310, T311 and constants N310, N311, if ue-TimersAndConstants are included in the SIB1, for the procedures of RLF Timers & Constants configuration and SPCell configuration.

	
	

	Consequences if not approved:
	UE cannot use values for timers T310, T311 and constants N310, N311, if ue-TimersAndConstants are included in the SIB1, for the procedures of RLF Timers & Constants configuration and SPCell configuration.
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5.3.5.5.6
RLF Timers & Constants configuration

The UE shall:
1>
if the received rlf-TimersAndConstants is set to release:
2> if ue-TimersAndConstants are included in the SIB1:
3>
use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
2> else:


3> 
use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
1>
else:

2>
(re-)configure the value of timers and constants in accordance with received rlf-TimersAndConstants.

2>
stop timer T310 for this cell group, if running, and

2>
reset the counters N310 and N311

5.3.5.5.7
SPCell Configuration

The UE shall:

1>
if the SpCellConfig contains the rlf-TimersAndConstants:

2>
configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;

1>
else if rlf-TimersAndConstants is not configured for this cell group:

2> if ue-TimersAndConstants are included in the SIB1:

3> use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
2> else:


3> 
use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
1>
if the SpCellConfig contains spCellConfigDedicated:

2>
configure the SpCell in accordance with the spCellConfigDedicated;

2>
consider the bandwidth part indicated in firstActiveUplinkBWP-Id if configured to be the active uplink bandwidth part;

2>
consider the bandwidth part indicated in firstActiveDownlinkBWP-Id if configured to be the active downlink bandwidth part;

2>
if the any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:

3>
stop timer T310 for the corresponding SpCell, if running;

3>
reset the counters N310 and N311.
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