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	Reason for change:
	1. The Backoff Indicator (BI) cannot be indicated with value 0 ms. The issue with this is that the reserved bits in the MAC subheader for BI (E/T/R/R/BI MAC subheader) cannot be used in the future without indicating non-zero backoff value for the legacy UEs.
2. No UE behaviour has been defined for the case NW indicates BI with reserved backoff parameter value.

	
	

	Summary of change:
	It is clarified in a note what should be the UE behaviour when ignoring a reserved value of the backoff parameter for the case NW indicated reserved value for the BI, ie., UE takes this as 0 ms backoff value.

The change is applicable to both NSA and SA.

Impact analysis
Impacted functionality: Random Access procedure.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, UE behaviour is not defined for receiving reserved backoff parameter values and the behaviour hence is not deterministic.
2. If the UE is implemented according to the CR and the network is not, no interoperability issues are foreseen.

	
	

	Consequences if not approved:
	Reserved backoff parameter values as well as reserved bits of E/T/R/R/BI MAC subheader may not be used in the future reliably without affecting legacy UEs.
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First Modified Subclause
[bookmark: _Toc534933512]7.2	Backoff Parameter values
Backoff Parameter values are presented in Table 7.2-1.
Table 7.2-1: Backoff Parameter values.
	Index
	Backoff Parameter value (ms)

	0
	5

	1
	10

	2
	20

	3
	30

	4
	40

	5
	60

	6
	80

	7
	120

	8
	160

	9
	240

	10
	320

	11
	480

	12
	960

	13
	1920

	14
	Reserved

	15
	Reserved



NOTE: Ignoring a reserved value of the backoff parameter is taken as 0 ms by the UE.
End of Modified Subclause



