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Introduction
At RAN plenary #82, the following WID for NR Unlicensed was agreed, including the following objectives listed below.

Physical layer aspects including [RAN1]:
-	Frame structure including single and multiple DL to UL and UL to DL switching points within a shared COT with associated identified LBT requirements (TR Section 7.2.1.3.1).
-	NR-U supports a mode of operation where for a carrier and at least for intra-band CA on serving cells on unlicensed bands, all DL channels / signals can be operated with the same numerology, and all UL channels / signals can be operated with the same numerology. 
-	Subcarrier spacing for control and data channels supporting 15kHz, 30kHz, and 60kHz (air-interface perspective; optionality to be discussed separately).
-	Wide band operation (in integer multiples of 20MHz) for DL and UL for NR-U supported with multiple serving cells, and wideband operation (in integer multiples of 20MHz) for DL and UL for NR-U supported with one serving cell with bandwidth > 20MHz with potential scheduling constraint subject to input from RAN2 and RAN4 on feasibility of operating the wideband carrier when LBT is unsuccessful in one or more LBT subbands within the wideband carrier. For all wide-band operation cases, CCA is performed in units of 20MHz (at least for 5GHz).
NR-U Discovery Reference Signal (DRS) containing at least SS/PBCH block burst set transmission and possibly CSI-RS, RMSI-CORESET(s)+PDSCH(s), OSI and paging with properties and extensions from NR Rel-15 in line with the agreements during the study phase (TR 38.889, Section 7.2.1.2). 60kHz based SSB/PBCH block is outside the scope of the WI.
-	PRACH including possible extension of PRACH format(s) in line with agreements during the SI phase (TR 38.889, Section 7.2.1.2) to support minimum bandwidth requirement given by regulation. Determine the applicability of Rel-15 NR formats to NR-U operation.RAN1 should decide whether 60 kHz subcarrier spacing for PRACH is supported, based on a unified design with 15 kHz and 30 kHz PRACH for meeting occupied channel bandwidth (OCB) requirements.
-	UL control including extension of PUCCH format(s) to support PRB-based frequency block-interlaced  transmission and use of Rel-15 NR PUCCH formats 2 and 3 for NR-U operation. Applicability of sub-PRB frequency block-interlaced transmission for 60kHz to be decided by RAN1.
-	UL data channel including extension of PUSCH to support PRB-based frequency block-interlaced transmission; support of multiple PUSCH(s) starting positions in one or multiple slot(s) depending on the LBT outcome with the understanding that the ending position is indicated by the UL grant; design not requiring the UE to change a granted TBS for a PUSCH transmission depending on the LBT outcome. The necessary PUSCH enhancements based on CP-OFDM. Applicability of sub-PRB frequency block-interlaced transmission for 60kHz to be decided by RAN1. 
-	SRS including the introduction of additional flexibility in configuring/triggering SRS in line with agreements during the study phase.
-	For DL data channel, support of multiple PDSCH starting positions.
[bookmark: _Hlk532422148]-	Mechanism to detect a gNB’s transmission burst in line with the TR 38.889, Section 7.2.1.2 related to UE power consumption.
-	DL control in line with the agreements during the study phase (TR 38.889, Section 7.2.1.2) including extensions allowing dynamic change of the time domain instances in which the UE is expected to receive PDCCH, modifications enabling DRS transmissions without gaps in the time-domain, and indication of time domain COT structure; 
-	Physical layer procedure(s) including [RAN1, RAN2]:
-	For LBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). Specification work to be performed by RAN1.
-	For FBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). FBE is intended for environments where the absence of Wi-Fi is guaranteed (e.g., by level of regulations, private premises policies, etc. Further, the targeted scenario is limited to a single NR-U network (i.e. single operator) in the operating band and geographic area. Specification work to be performed by RAN1.
- 	Initial access: specify required NR modifications to increase the maximum number of candidate SS/PBCH block positions within the DRS transmission window; to handle reduced SS/PBCH block and RMSI transmission opportunities due to LBT failure; to determine frame timing and QCL assumptions from the detected SS/PBCH block; single SS/PBCH block numerology assumed per band for Pcells in unlicensed spectrum. (RAN1)
- 	Random access: specify required NR modifications to enhance RACH procedure in line with the agreements during the study phase, including 4-step RACH modifications to handle reduced Msg 1/2/3/4 transmission opportunities due to LBT failure (RAN1/RAN2); LBT for 2-step RACH and application of PRACH and PUSCH format improvements for NR-U to 2-step RACH. (RAN1 
-	Scheduling request: specify required NR modifications due to LBT failure in line with agreements during the study phase. (RAN1/RAN2)
- 	RLM/RRM extensions for NR-U operation due to uncertain and reduced transmission opportunities for DL signals and channels due to LBT failure in line with agreements during the study phase (NR-U TR section 7.2.1.3.2), including configuring different DRS Measurement Time Configuration (DMTCs) for RRM and RLM respectively, identifying the set of RLM-RSs to measure, which set(s) are used for in-sync, out-of-sync evaluations, potential definition of a metric to accurately identify unsuccessful detection of RLM-RS. Support RSSI reporting. Define a metric to measure channel occupancy or medium contention and its corresponding reporting. (RAN1/RAN2)
[bookmark: _Hlk532426838]- 	HARQ operation: NR HARQ feedback mechanisms are the baseline for NR-U operation with extensions in line with agreements during the study phase (NR-U TR section 7.2.1.3.3), including immediate transmission of HARQ A/N for the corresponding data in the same shared COT as well as transmission of HARQ A/N in a subsequent COT. Potentially support mechanisms to provide multiple and/or supplemental time and/or frequency domain transmission opportunities. (RAN1)
-	Scheduling multiple TTIs for PUSCH in-line with agreements from the study phase (TR 38.889, Section 7.2.1.3.3). (RAN1)
- 	Configured Grant operation: NR Type-1 and Type-2 configured grant mechanisms are the baseline for NR-U operation with modifications in line with agreements during the study phase (NR-U TR section 7.2.1.3.4). (RAN1)
-	CSI: NR Rel-15 CSI feedback mechanism is the baseline for NR-U operation. Enhancements can be considered in line with agreements from the NR-U study item (e.g., TR 38.889, Section 7.2.1.3.1). (RAN1)
- 	Data multiplexing aspects (for both UL and DL) considering LBT and channel access priorities. (RAN1/RAN2)
-	Radio interface protocol architecture and procedures (ref. TR 38.889 section 7.2.2) [RAN2]:
-	Inactive and Idle mode procedures: Rel-15 NR design is the baseline, including NR licensed measurement framework (cell and beam quality derivation for RSRP, RSRQ, and SINR, filtering and combining multiple beams). Specify necessary extensions for NR-U operation for cell selection/reselection, including enabling the possibility for the UE to camp on a non-best cell if the best cell does not belong to the registered PLMN (or E-PLMN), where the non-best cell would still be the best cell of the registered PLMN; increased paging opportunities per DRX cycle for the UE to receive the page; increased opportunities for SI delivery
-	Introduction of access priority for control signalling (transmissions over SRBs) over unlicensed carriers (highest access priority). 
-	Mobility: For non-standalone NR-U deployments, connected mode mobility is supported on licensed spectrum using the baseline mobility procedure specified for the concerned licensed radio access technology (LTE or NR). For standalone NR-U deployments, specify mechanisms for inter-cell handover between NR-U and NR-U, inter-cell handover between NR-U and NR, and Inter-RAT handover between NR-U and LTE (connected to either EPC of 5GC). Extensions of mobility-related measurement reporting for unlicensed operation including channel occupancy indication and RSSI measurements. 
-	Potential enhancements to DRX considering channel access uncertainty.
-	Paging: specify required NR modifications to enhance paging opportunities by increasing time-domain paging occasions or paging monitoring occasions while taking UE power consumption into account.
-	System information: specify required NR modifications to enhance acquisition of system information in NR-U including increased transmission opportunities in time domain for SI transmission.
-	Core specifications for UE, gNB and RRM requirements [RAN4]: 
-	Specify new unlicensed band(s) for the 5 GHz and 6 GHz frequency ranges (see Note 1). The band(s) definition should include DL only and UL/DL operation.
-	Specify gNB and UE RF core requirements for the band(s) in the above frequency range,  including a limited set of example band combinations (see Note 2). 
-	Investigate the feasibility of increasing the number of usable PRBs for different numerologies and channel bandwidths in unlicensed bands, and if found feasible, specify such support.
- 	Specify RRM/RLM core requirements.
Note 1: The actual frequency range for specification can be further discussed based on regulatory updates in the US and Europe.
Note 2: The WI can be completed provided requirements for at least one band combination involving a new NR-U band is specified as long as it is in line with country-specific regulatory directives.

In this contribution, we discuss aspects related to support for multiple BWP for the situation of LBT failure in one or more subcarriers at initial access.

Discussion
In NR, currently only one active BWP is supported. Though for NR-U, due to LBT, multiple active BWPs may have to be considered. In this document, we discuss our view related to initial access.

Delay sensitive access:
Due to the nature of unlicensed access, with the concept of LBT, further studies may be needed to handle delay sensitive access attempts, which may suffer unacceptable time periods due to LBT. One way forward to discuss can be to support multiple RACH procedures, where the UE can initiate parallel Random access attempts in order to mitigate channel access delays. The proposal to further discuss configuration of multiple UL BWP´s has e.g. been discussed in [2].
Proposal 1: The UE should be able to initiate parallel RACH procedures

Since in case of unlicensed access, some parts of the frequency spectrum may suffer from higher LBT blockage, which implies that additional RACH attempts may not always have to be done in the same BWP, but it might be preferable to try another BWP. Therefore, multiple and/or parallel RACH attempts should be considered also in different BWP.
Proposal 2: The UE should be able to initiate parallel RACH procedures on different BWP.

For the case of single RACH procedure, multiple BWPs candidates should be supported, where the UE have multiple opportunities to perform LBT in multiple BWPs, based on e.g. channel condition [3].
[bookmark: _GoBack]FDM of PRACH resource is supported in NR. If UL wideband operation with a sub-band bandwidth of 20 MHz is allowed, as discussed in [4], it is possible that multiple PRACH resources across multiple LBT sub-bands are configured so that the UE can transmit PRACH on the sub-band where LBT succeeds. By using multiple sub-bands for PRACH transmission, PRACH congestion could be reduced.
Proposal 3: In frequency domain, if UL wideband operation with a sub-band bandwidth of 20 MHz is allowed, NR-U should support multiple PRACH resources on multiple sub-bands.

Beam selection:
Another aspect which has not been covered by email discussion is related to beam selection.
Beam selection is an area that may be impacted by LBT, in case the base station is prohibited to transmit SSB in certain beam for a number of occasions or during a certain time period.
One way forward to discuss can be to support the UE is monitoring not only the best beam, but monitors two or more beams in parallel, in order to always have the possibility to fast access attempt if the SSB is blocked by LBT on the best beam that UE is “camping on”.
Proposal 4: The UE should be able to select the alternative best beam.

Conclusions
In this contribution, based on the above discussion we have the following proposals:
Proposal 1: The UE should be able to initiate parallel RACH procedures
Proposal 2: The UE should be able to initiate parallel RACH procedures on different BWP.
Proposal 3: In frequency domain, if UL wideband operation with a sub-band bandwidth of 20 MHz is allowed, NR-U should support multiple PRACH resources on multiple sub-bands.
Proposal 4: The UE should be able to select the alternative best beam.
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