Page 1



3GPP TSG-RAN WG2 Meeting # 105
R2-1901875
Athens, Greece, 25th Feb – 1st Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	36.331
	CR
	3916
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Corrections on LTE-5GC

	
	

	Source to WG:
	Huawei, HiSilcon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_5GCN_connect-Core
	
	Date:
	2019-02-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	For T309 stop handling, there are different text in the current spec, e.g.:
(for cell selection or reselection case)
1>
else if cell selection or reselection occurs while T309 is running:

2>
stop T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.

And, (for RRC connection setup case)

1>
stop timer T309, if running, for all access categories;

The first UE behaviour on T309 stop handling is more appropriate as it refers to section 5.3.16.4. Currently, the second one is used in the following cases:
- RRCConnectionSetup

- RRCConnectionResume

- Handover

- RRCConnectionRelease (T309 stop handling is missing)

- MobilityFromEUTRACommand



	
	

	Summary of change:
	For T309 stop handling, the UE should firstly stop T309 for all access categories and then perform the actions as specified in 5.3.16.4. So the UE behaviours is to be captured for the following cases :
- RRCConnectionSetup

- RRCConnectionResume

- Handover

- RRCConnectionRelease

- MobilityFromEUTRACommand

Impact analysis:
Impacted functionality:
E-UTRA connected to 5GC
Inter-operability:
If the UE is implemented according to the CR and the NW is not, there is no inter-operability issue.

If the NW is implemented according to the CR and the UE is not, the UE may only stop T309 but not inform upper layers about barring alleviation for the Access Category.
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5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;

2>
discard the stored UE AS context and resumeIdentity;

2>
if stored, discard the stored nextHopChainingCount;

2>
if stored, discard the stored drb-ContinueROHC;

2>
indicate to upper layers fallback of the RRC connection;

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:

2>
stop T380 if running;

2>
discard stored UE Inactive AS context;

2>
discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;

2>
release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;

2>
release the RRC configuration except for the default MAC main configuration and CCCH;

2>
indicate to upper layers fallback of the RRC connection;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;
1>
stop timer T308, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
stop timer T350, if running;
1>
perform the actions as specified in 5.6.12.4;
1>
release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>
stop timer T360, if running;

1>
stop timer T322, if running;

1>
if T309 is running:

2>
stop timer T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

<Partially omitted>
<Next modification>
5.3.3.4a
Reception of the RRCConnectionResume by the UE

The UE shall:

1>
stop timer T300;

1>
if T309 is running:

2>
stop timer T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.
1>
stop T380 if running;

1>
except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:

2>
if resuming an RRC connection from a suspended RRC connection:

3>
restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;

3>
if drb-ContinueROHC is included:

4>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;

4>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

3>
else:

4>
indicate to lower layers that stored UE AS context is used;

4>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

3>
discard the stored UE AS context and resumeIdentity;

<Partially omitted>
<Next modification>
5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
stop timer T370, if running;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
if T309 is running:

2>
stop timer T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.
1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
if BL UE or UE in CE:

<Partially omitted>
<Next modification>
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.

NOTE:
For BL UEs, UEs in CE and NB-IoT, when STATUS reporting, as defined in TS 36.322 [7], has not been triggered and the UE has sent positive HARQ feedback (ACK), as defined in TS 36.321 [6], the lower layers can be considered to have indicated that the receipt of the RRCConnectionRelease message has been successfully acknowledged.

1>
stop T380, if running;

1>
if the RRCConnectionRelease message is received in response to an RRCConnectionResumeRequest for EDT:

2>
indicate to upper layers that the suspended RRC connection has been resumed;

2>
discard the stored UE AS context and resumeIdentity;

2>
stop timer T300;

2>
stop timer T302, if running;

2>
stop timer T303, if running;

2>
stop timer T305, if running;

2>
stop timer T306, if running;
2>
stop timer T308, if running;

2>
perform the actions as specified in 5.3.3.7;

2>
stop timer T320, if running;

2>
stop timer T322, if running;
1>
if T309 is running:

2>
stop timer T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.
1>
if the security is not activated and if UE is connected to 5GC:

2>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12 with the release cause 'other' upon which the procedure ends;

1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran; or

1>
if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN:

2>
if AS security has not been activated; and

2>
if upper layers indicate that redirect to GERAN without AS security is not allowed:

3>
ignore the content of the RRCConnectionRelease;

3>
perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other', upon which the procedure ends;

<Partially omitted>
<Next modification>
5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
if T309 is running:

2>
stop timer T309 for all access categories;

2>
perform the actions as specified in 5.3.16.4.
1>
if the MobilityFromEUTRACommand message includes the purpose set to handover:

2>
if the targetRAT-Type is set to utra or geran:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to geran:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

