Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG-RAN WG2 Meeting #105
R2-1901901
Athens, Greece, 25th February - 1st March 2019                         
Agenda Item:
11.4.2.1
Source:
Apple (Rapporteur)
Title:
TP to TR38.885 on [104#56][NR/V2X] AS Level Link Management for Unicast                              
Document for:
Discussion, Decision
Introduction

This is for the following email discussion.
[104#56] [NR/V2X] Level link management for unicast (Apple)

Discuss possible detailed options on AS level link management for unicast and make a TP for the proposal. (Apple)

Deadline: Thursday 2019-02-07

Text Proposal to TR 38.885
The following changes to TR 38.885 are proposed:

********* Start of Change **********
x.x.x AS Level Link Management in Unicast 
For AS level link management in unicast, SL RLM is supported. Uu RLM model is used as baseline. As a baseline, after AS level link failure is declared, the SL AS level link is kept and recovered. If SL RLC AM is supported for unicast, RLF declaration could also be triggered by indication from RLC that the maximum number of retransmissions has been reached. The AS level link status (e.g., failure and recovery) is informed to upper layer. The detailed information exchanged between layers should be decided together with SA2.

For AS level link management in unicast, the definition and motivation of SL RRM are FFS. If SL RRM measurement is supported, the SL RRM measurement results are reported to gNB.
********* End of Change **********
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