Page 1



3GPP TSG-RAN2 Meeting #105 
R2-1901991
Athens, Greece, 25th Feb – 01st Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	0952
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Corrections on ASN Generic error handling

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-02-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In Chapter 10.2, the ASN.1 violation or encoding error is only specified for BCCH. The same rule shall be applied to PCCH, CCCH as LTE.

	
	

	Summary of change:
	Clarifiy that the UE shall ingore RRC measge for PCCH and CCCH when ASN decoding error occurs.

Impact Analysis

Impacted functionality:

Generic error handling (for SA)
Inter-operability:

No inter-operablity issue forseen.


	
	

	Consequences if not approved:
	The UE action on ASN.1 decoding error for CCCH,PCCH is unclear.

	
	

	Clauses affected:
	10.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


First change
<unnecessary parts omitted>
10
Generic error handling

10.1
General

The generic error handling defined in the subsequent sub-clauses applies unless explicitly specified otherwise e.g. within the procedure specific error handling.

The UE shall consider a value as not comprehended when it is set:

-
to an extended value that is not defined in the version of the transfer syntax supported by the UE;

-
to a spare or reserved value unless the specification defines specific behaviour that the UE shall apply upon receiving the concerned spare/reserved value.

The UE shall consider a field as not comprehended when it is defined:

-
as spare or reserved unless the specification defines specific behaviour that the UE shall apply upon receiving the concerned spare/reserved field.

10.2
ASN.1 violation or encoding error

The UE shall:

1>
when receiving an RRC message on the BCCH, CCCH, PCCH for which the abstract syntax is invalid [6]:

2>
ignore the message.

NOTE:
This clause applies in case one or more fields is set to a value, other than a spare, reserved or extended value, not defined in this version of the transfer syntax. E.g. in the case the UE receives value 12 for a field defined as INTEGER (1..11). In cases like this, it may not be possible to reliably detect which field is in the error hence the error handling is at the message level.

10.3
Field set to a not comprehended value

The UE shall, when receiving an RRC message on any logical channel:

1>
if the message includes a field that has a value that the UE does not comprehend:

2>
if a default value is defined for this field:

3>
treat the message while using the default value defined for this field;

2>
else if the concerned field is optional:

3>
treat the message as if the field were absent and in accordance with the need code for absence of the concerned field;

2>
else:

3>
treat the message as if the field were absent and in accordance with sub-clause 10.4.

<unnecessary parts omitted>

End of changes

