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5.4.3.4
Successful completion of the mobility from E-UTRA

Upon successfully completing the handover, the cell change order or enhanced 1xRTT CS fallback, the UE shall:

1>
if the targetRAT-Type in the received MobilityFromEUTRACommand is set to eutra (intra-EUTRA inter-system HO):

2>
the procedure ends;
1>
else if the UE is connected to 5GC and the targetRAT-Type in the received MobilityFromEUTRACommand is set to nr:

2>
reset MAC;

2>
stop all timers that are running;

2>
release ran-NotificationAreaInfo, if stored;

2>
release the AS security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if stored;

2>
release all radio resources, including release of the RLC entity and the MAC configuration;
2>
if delta configuration is used:

3>
maintain source RAT configuration of PDCP and SDAP for applicable RBs which is used for target RAT RBs;


2>
indicate the release of the RRC connection to upper layers together with the release cause 'other'.

1>
else:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

NOTE:
If the UE performs enhanced 1xRTT CS fallback along with concurrent mobility to CDMA2000 HRPD and the connection to either CDMA2000 1xRTT or CDMA2000 HRPD succeeds, then the mobility from E-UTRA is considered successful.
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