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	Reason for change:
	In TS38.331, it is mentioned that “UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 after reconfiguration with sync completion”.

However, it is not necessary for UE to acquire system information every time reconfiguration with sync is complete. For example, when reconfiguration with sync is configured to change the keys, the serving cell is not changed and the system information may remain the same after completion. In this case, UE only needs to acquire system information upon receiving an indication that the system information has changed.

Forcing UE to acquire system information after every reconfiguration with sync completion can be power consuming for both UE side and network side. 

Considering the intention of  the existing description is to emphasize that UE shall acquire SI after being handed over to another cell, we suggest to modify the description a little bit.

	
	

	Summary of change:
	Change “UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 after reconfiguration with sync completion” into “UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 after PCell change”.

Impact analysis

Impacted 5G architecture options: 

Standalone

Impacted functionality:

System information acquisition.

Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, no inter-operability issues are foreseen; 

2.
If the network is implemented according to this CR but the UE is not, UE will fail to acquire the system information after reconfiguration with sync completion when the serving cell is not changed as network may not broadcast system information in this case.

	
	

	Consequences if not approved:
	UE has to acquire system information when the serving cell and the system information is not changed, which is power consuming for both UE and network.
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	Other comments:
	


Start of change

5.2.2.2.1
SIB validity
The UE shall apply the SI acquisition procedure as defined in clause 5.2.2.3 upon cell selection (e.g. upon power on), cell-reselection, return from out of coverage, after PCell change, after entering the network from another RAT, upon receiving an indication that the system information has changed, upon receiving a PWS notification; and whenever the UE does not have a valid version of a stored SIB.

End of change
