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1. Introduction

This document provides a TP for the TR to captures the agreement:

Agreements on V2X unicast:

1: PC5-RRC is used to exchange UE capability and AS-layer configuration at least.

2: PC5-RRC based UE capability transfer procedure is triggered during or after PC5-S signalling for direct link setup. Further details can be discussed in WI stage.

3: PC5-RRC based UE capability transfer can be done in either one-way or two-way manner. Further details can be discussed in WI stage.

4: Further details on which UE to send out its own capability information can be discussed in WI stage.

5: PC5-RRC based AS-layer configuration procedure is triggered during or after PC5-S signalling for direct link setup. Further details can be discussed in WI stage.

6: PC5-RRC based AS-layer configuration can be done in a two-way manner. Further details can be discussed in WI stage.

7: Further details on which UE to send out PC5-RRC based AS-layer configuration can be discussed in WI stage.
2. Text Proposal for TR 38.885

The following changes to TR 38.885 are proposed:

********* Start of Change **********

5.4
L2/L3 protocols
5.4.X
RRC
The RRC is used to exchange UE capability and AS-layer configuration at least. 

For UE capability transfer, the information flow is triggered during or after PC5-S signalling for direct link setup, and can be done in either one-way manner, e.g., as shown in Figure 5.4-1 or two-way manner, e.g., as shown in Figure 5.4-2. 
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Figure 5.4-1 One-way information flow for UE capability transfer
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Figure 5.4-2 Two-way information flow for sidelink UE capability transfer

For AS-layer configuration, the information flow is triggered during or after PC5-S signalling for direct link setup, and can be done in the two-way manner, e.g., as shown in Figure 5.4-3. 
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Figure 5.4-3 sidelink AS-layer configuration information flow
********* End of Change **********
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