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	Reason for change:
	To avoid duplicating the band indicator in UplinkConfigCommonSIB when it has the same value as DownlnkConfigCommonSIB the field may be omitted. If the freqBandIndicatorNR field is not present in frequencyInfoUL-SIB in UplinkConfigCommonSIB, the UE will use the frequency band indicated in frequencyInfoDL-SIB in DownlinkConfigCommonSIB. But there will be a mapping problem if the frequencyBandList sizes of frequencyInfoUL-SIB and frequencyInfoDL-SIB are different.

	
	

	Summary of change:
	Clarify that if the freqBandIndicatorNR field is not present in frequencyInfoUL-SIB in UplinkConfigCommonSIB UE will use the frequency band indicated in frequencyInfoDL-SIB in DownlinkConfigCommonSIB with the same position in the list.
Impact Analysis

Impacted functionality:

actions upon reception of SIB1 and SIB2 (for SA)
Inter-operability:

If the UE is implemented according to this CR while the NW is not, network must configure the uplink freqBandIndicatorNR because if it is absent UE may not get the right freqBandIndicatorNR value;
If the NW is implemented according to this CR while the UE is not, the UE may not get the right freqBandIndicatorNR value for uplink from frequencyInfoDL-SIB if it is absent in frequencyInfoUL-SIB.


	
	

	Consequences if not approved:
	The UE may not get the right freqBandIndicatorNR value for uplink from frequencyInfoDL-SIB.
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Beginning of changes
6.3.4
Other information elements

<< Unnecessary parts omitted>>
–
MultiFrequencyBandListNR-SIB
The IE MultiFrequencyBandListNR-SIB indicates the list of frequency bands in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common, and a list of additionalPmax and additionalSpectrumEmission
MultiFrequencyBandListNR-SIB information element

-- ASN1START

-- TAG-MULTIFREQUENCYBANDLISTNR-SIB-START

MultiFrequencyBandListNR-SIB ::=            SEQUENCE (SIZE (1.. maxNrofMultiBands)) OF NR-MultiBandInfo

NR-MultiBandInfo ::=                        SEQUENCE {

            freqBandIndicatorNR                 FreqBandIndicatorNR         OPTIONAL,   -- Cond OptULNotSIB2

            nr-NS-PmaxList                      NR-NS-PmaxList              OPTIONAL    -- Need S

}

-- TAG-MULTIFREQUENCYBANDLISTNR-SIB-STOP

-- ASN1STOP

	NR-MultiBandInfo field descriptions

	freqBandIndicatorNR
Provides an NR frequency band number as defined in TS 38.101 [15], table 5.2-1.

	nr-NS-PmaxList
Provides a list of additionalPmax and additionalSpectrumEmission values as defined in TS 38.101 [15], table 6.2.3-1. If the field is absent the UE uses value 0 for the additionalSpectrumEmission (see Table 6.2.3-1A in TS 38.101 [15]).


	Conditional Presence
	Explanation

	OptULNotSIB2
	The field is not present for SIB2 and is mandatory present in frequencyInfoDL-SIB. Otherwise, if the field is not present in frequencyInfoUL-SIB in UplinkConfigCommonSIB, the UE will use the frequency band indicated in frequencyInfoDL-SIB in DownlinkConfigCommonSIB with the same position in the MultiFrequencyBandListNR-SIB list.


<< Unnecessary parts omitted>>
End of changes

