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5.7.3
SCG failure information

5.7.3.1
General
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Figure 5.7.3.1-1: SCG failure information

The purpose of this procedure is to inform E-UTRAN or NR MN about an SCG failure the UE has experienced i.e. SCG radio link failure, failure of SCG reconfiguration with sync, SCG configuration failure for RRC message on SRB3 and SCG integrity check failure.


Editor's Note: FFS whether to include the handling of SCell Failure in CA duplication case in SCGfailureinformation procedure and whether to rename SCGfailureinformation.

5.7.3.2
Initiation

A UE initiates the procedure to report SCG failures when SCG transmission is not suspended and when one of the following conditions is met:

1>
upon detecting radio link failure for the SCG, in accordance with subclause 5.3.10.3;

1>
upon reconfiguration with sync failure of the SCG, in accordance with subclause 5.3.5.8.3;

1>
upon SCG configuration failure, in accordance with subclause 5.3.5.8.2;

1>
upon integrity check failure indication from SCG lower layers concerning SRB3.
Upon initiating the procedure, the UE shall:

1>
suspend SCG transmission for all SRBs and DRBs;

1>
reset SCG-MAC;

1>
stop T304, if running;

1>
if the UE is operating in EN-DC:

2>
initiate transmission of the SCGFailureInformationNR message as specified in TS 36.331 [10], clause 5.6.13a.

Editor's Note: The section for transmission of SCGFailureInformation in NR RRC entity for SA is FFS_Standalone.
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