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	Reason for change:
	RRC processing delay requirements for several procedures are missing. 

In RAN2#105 meeting, following was agreed:

1	For TS 38.331, RRC processing delay for UE capability transfer is [15-80] ms.
2	For TS 36.331, RRC processing delay for UE capability transfer to report NR band combinations and/or MR-DC band combinations is corrected to [15-80] ms.
3 	Not define RRC processing delay for the combined procedure of SecurityModeCommand and RRCConnectionReconfiguration.
4	RRC processing delay for RRCReestablishment is 10 ms
5 	Not define RRC processing delay for the combined procedure of RRCReestablishment and RRCConnectionReconfiguration.


	
	

	Summary of change:
	1. Define RRC processing delay for RRCReestablishment as 10 ms.
2. Remove the row of RRC processing delay requirement for the combined procedure of SecurityModeCommand and RRCReconfiguration.

Impact analysis

[bookmark: _GoBack]Impacted 5G architecture options: Standalone

Impacted functionality:
RRC procedure delay requirements

Inter-operability:
There is no inter-operability issue since the missing requirements only impact UE performance, not functional behaviour.


	
	

	Consequences if not approved:
	RRC processing delay requirement for RRCReestablishment is not defined.

	
	

	Clauses affected:
	12

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1



	CHANGE START



[bookmark: _Toc535261726]12	Processing delay requirements for RRC procedures
The UE performance requirements for RRC procedures are specified in the following tables. The performance requirement is expressed as the time in [ms] from the end of reception of the network -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> network response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation). In case the RRC procedure triggers BWP switching, the RRC procedure delay is the value defined in the following table plus the BWP switching delay defined in TS 38.133 [14], FFS section.


Figure 12.1-1: Illustration of RRC procedure delay
Table 12.1-1: UE performance requirements for RRC procedures for UEs
	Procedure title:
	Network -> UE
	UE -> Network
	Value [ms]
	Notes

	RRC Connection Control Procedures

	RRC reconfiguration

	RRCReconfiguration
	RRCReconfigurationComplete
	10
	

	RRC reconfiguration (scell addition/release)
	RRCReconfiguration
	RRCReconfigurationComplete
	16
	

	RRC reconfiguration (SCG establishment/ modification/ release)
	RRCReconfiguration
	RRCReconfigurationComplete
	16
	

	RRC setup
	RRCSetup
	RRCSetupComplete
	10
	

	RRC Release
	RRCRelease
	
	NA
	

	RRC re-establishment
	RRCReestablishment
	RRCReestablishmentComplete
	FFS10
	

	RRC resume
	RRCResume
	RRCResumeComplete
	10
	

	RRC resume (scell addition/release)
	RRCResume
	RRCResumeComplete
	16
	

	Initial security activation
	SecurityModeCommand
	SecurityModeComplete/SecurityModeFailure
	5
	

	Initial security activation +  reconfiguration
	SecurityModeCommand, RRCReconfiguration
	RRCReconfigurationComplete
	FFS
	The two DL messages are transmitted in the same TTI

	Other procedures

	UE assistance information
	
	UEAssistanceInformation
	NA
	

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	FFS
	

	Counter check
	CounterCheck
	CounterCheckResponse
	5
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