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	Reason for change:
	According to clause 5.3.3.2, if the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE, the UE shall SCell release in accordance with clause 5.3.10.3a. 
However, there is no triggering condition for the case in clause 5.3.10.3a,  

	
	

	Summary of change:
	It is added in clause 5.3.10.3a for Condition ‘when the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE’
Impact analysis
Impacted functionality:

Performing SCell release when the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE
Inter-operability: 

If the UE is implemented according to this CR but the network is not, there is an inter-operbility problem.
If the network is implemented according to this CR but the UE is not, there is an inter-operbility problem.

	
	

	Consequences if not approved:
	SCell release is not completed when the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE’
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	Other comments:
	


Start of changes
5.3.10.3a
SCell release

The UE shall:

1>
if the release is triggered by reception of the sCellToReleaseList or the sCellToReleaseListSCG:

2>
for each sCellIndex value included either in the sCellToReleaseList or in the sCellToReleaseListSCG:

3>
if the current UE configuration includes an SCell with value sCellIndex:

4>
release the SCell;

1> if the release is triggered by RRC connection re-establishment; or
1> if the release is triggered when the UE is resuming an RRC connection from a suspended RRC connection or from RRC_INACTIVE as specified in clause 5.3.3.2:

2>
release all SCells that are part of the current UE configuration;
End of changes

