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6.3.3
UE capability information elements

[TEXT OMITTED]
–
UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].

UE-NR-Capability information element

-- ASN1START

-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {

    accessStratumRelease            AccessStratumRelease,

    pdcp-Parameters                 PDCP-Parameters,

    rlc-Parameters                  RLC-Parameters                      OPTIONAL,

    mac-Parameters                  MAC-Parameters                      OPTIONAL,

    phy-Parameters                  Phy-Parameters,

    rf-Parameters                   RF-Parameters,

    measAndMobParameters            MeasAndMobParameters                OPTIONAL,

    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,

    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,

    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,

    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,

    featureSets                     FeatureSets                         OPTIONAL,

    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                        OPTIONAL,

    nonCriticalExtension            UE-NR-Capability-v1530              OPTIONAL
}

UE-NR-Capability-v1530 ::=               SEQUENCE {

    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,

    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,

    dummy                                    ENUMERATED {supported}                 OPTIONAL,

    interRAT-Parameters                      InterRAT-Parameters                    OPTIONAL,

    inactiveState                            ENUMERATED {supported}                 OPTIONAL,

    delayBudgetReporting                     ENUMERATED {supported}                 OPTIONAL,

    nonCriticalExtension                     UE-NR-Capability-1540                  OPTIONAL
}

UE-NR-Capability-1540 ::=               SEQUENCE {

    sdap-Parameters                         SDAP-Parameters                         OPTIONAL,

    overheatingInd                          ENUMERATED {supported}                  OPTIONAL,

    ims-Parameters                          IMS-Parameters                          OPTIONAL,

    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,

    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,

    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode             OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v15xy                             OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {

    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                  OPTIONAL,

    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                  OPTIONAL,

    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff            OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {

    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff

}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {

    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,

    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {

    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                 OPTIONAL
}

UE-NR-Capability-v15xy ::=



SEQUENCE {


reducedCP-Latency





ENUMERATED {supported}




OPTIONAL,

nonCriticalExtension




SEQUENCE {}







OPTIONAL
} 

-- TAG-UE-NR-CAPABILITY-STOP

-- ASN1STOP
	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for NR (not for MR-DC). The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.


[TEXT OMITTED]
	CHANGE END
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12
Processing delay requirements for RRC procedures

The UE performance requirements for RRC procedures are specified in the following tables. The performance requirement is expressed as the time in [ms] from the end of reception of the network -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> network response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation). In case the RRC procedure triggers BWP switching, the RRC procedure delay is the value defined in the following table plus the BWP switching delay defined in TS 38.133 [14], FFS section.
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Figure 12.1-1: Illustration of RRC procedure delay

Table 12.1-1: UE performance requirements for RRC procedures for UEs

	Procedure title:
	Network -> UE
	UE -> Network
	Value [ms]
	Notes

	RRC Connection Control Procedures

	RRC reconfiguration


	RRCReconfiguration
	RRCReconfigurationComplete
	10
	

	RRC reconfiguration (scell addition/release)
	RRCReconfiguration
	RRCReconfigurationComplete
	16
	

	RRC reconfiguration (SCG establishment/ modification/ release)
	RRCReconfiguration
	RRCReconfigurationComplete
	16
	

	RRC setup
	RRCSetup
	RRCSetupComplete
	10
	

	RRC Release
	RRCRelease
	
	NA
	

	RRC re-establishment
	RRCReestablishment
	RRCReestablishmentComplete
	FFS
	

	RRC resume
	RRCResume
	RRCResumeComplete
	10 or 6
	N=6 applies for a UE supporting reduced CP latency for the case of RRCResume message only including MAC and PHY configuration, and no DRX, SPS, configured grant, CA or MIMO re-configuration will be triggered by this message. Further, the UL grant for transmission of RRC Connection Resume Complete and the data is transmitted over common search space with DCI format 0_0.
In this scenario, the RRC procedure delay can extend beyond the reception of the UL grant, up to 7 ms.

For other cases N = 10 applies.

	RRC resume (scell addition/release)
	RRCResume
	RRCResumeComplete
	16
	

	Initial security activation
	SecurityModeCommand
	SecurityModeComplete/SecurityModeFailure
	5
	

	Initial security activation + RRC reconfiguration
	SecurityModeCommand, RRCReconfiguration
	RRCReconfigurationComplete
	FFS
	The two DL messages are transmitted in the same TTI

	Other procedures

	UE assistance information
	
	UEAssistanceInformation
	NA
	

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	FFS
	

	Counter check
	CounterCheck
	CounterCheckResponse
	5
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