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[bookmark: _Ref165266342]Introduction
[bookmark: _GoBack]According to the current specification of 38.331 [1], only the EN-DC case is considered while the UE reports the RLC failure for the radio bearer configured with PDCP duplication. In this contribution, we discuss the remaining issues to support the RLC failure report for all the MR-DC cases.
Discussion
Forwarding of the RLC failure report
According to the RLC failure report, the RLC failure of the SCG could be reported via SRB1. However the PDCP duplication is configured by the SN, and the SN should be informed about the RLC failure to correct the RLC failure (e.g. by reconfigure the SCell for the DRB configured with PDCP duplication).
Proposal 1: The RLC failure of SCG reported via SRB1 should be forwarded to the SN.
CA duplication of LTE
According to the current LTE RRC specification, the LTE supports the CA duplication in the EN-DC case, and the FailureInformation message is reported via the SRB1 of the LTE MCG. Here we consider that the LTE CA duplication could also be configured in the SCG of NE-DC and LTE DC. As the currently LTE has no SRB3, then RAN2 needs to decide if the LTE SCG can support SRB3. From our understanding the SRB3 would be useful for the RLC failure report of the LTE SCG, as it reduces the forwarding delay of the failure report from the MN to the SN. However the complexity of the LTE specification on the SCG SRB3 should also be considered.
Proposal 2: RAN2 is kindly requested to discuss if the SRB3 of LTE SCG should be supported.
If the SRB3 of the LTE SCG is not supported, then the UE should report the RLC failure report of SCG via the MCG SRB1. Then according to our proposal 1, the RLC failure information of LTE SCG should be forwarded to the LTE SN in the NE-DC case.
Conclusions
Based on the analysis given above, we have the following Observations and Proposals：
Proposal 1: The RLC failure of SCG reported via SRB1 should be forwarded to the SN.
Proposal 2: RAN2 is kindly requested to discuss if the SRB3 of LTE SCG should be supported.
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