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1 Introduction
One of the objectives of the UE power saving study [1] is:

1) Identify techniques for UE power saving study with focus in RRC_CONNECTED mode [RAN1, RAN2]
a) Study UE adaptation to the traffic and UE power consumption characteristics in frequency, time, antenna domains, DRX configuration, and UE processing timeline for UE power saving
(Note: existing UE capabilities are assumed for UE processing timeline)

i) Network and/or UE assistance information

ii) Include mechanism in reducing PDCCH monitoring, taking into account current DRX scheme
In this paper, we discuss the procedure of assistance information reporting. 
2 Discussion
In our papers [2][3], we discuss the assistance information for the power saving in frequency, antenna and time domains, i.e. reusing overheating assistance information, desired BWP and/or the desired BWP configuration and desired DRX parameters. In this paper, we further discuss which message can be used to carry the assistance information. 
powerPrefIndication in LTE is reported in UE assistance information, and delay budget report and overheating assistance information in NR have been agreed to be included in the UE assistance information. Similarly, UE assistance information mechanism can be used to report assistance information for power saving as well.
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Figure 1 Reporting in UE Assistance Information

Proposal 1: UE assistance information mechanism is used to report assistance information for power saving purpose.

Of course, such report should be under the control of the network as other UE assistance information. The gNB can configure the UE whether the UE is allowed to report assistance information for power saving, if yes, the UE can report this assistance information. Moreover, before this configuration, the UE can report whether it supports assistance information for power saving.

Proposal 2: To ensure the control of network, the gNB can configure the UE whether the UE is allowed to report assistance information for power saving.
Moreover, it is up to network to decide to whether to reconfigure the DRX parameters for the UE or not after receiving such assistance information. Also, similar to the other UE assistance information, it is unnecessary and difficult to specify the condition under which the UE can trigger the report of its desired DRX parameters. Up to UE implementation could work well.

Proposal 3: How to trigger the report of its desired DRX parameters for power saving is up to UE implementation.
To avoid frequent reporting, the gNB can configure the UE with a prohibit timer to restrict the frequency of assistance information for power saving. The UE should start the prohibit timer once the assistance information for power saving is transmitted, and the assistance information for power saving cannot be transmitted when the prohibit timer is running.
Proposal 4: To avoid frequent reporting, the gNB can configure the UE with a prohibit timer.
3 Conclusion

In this paper we discuss the procedure of assistance information reporting and propose:
Proposal 1: UE assistance information mechanism is used to report assistance information for power saving purpose.

Proposal 2: To ensure the control of network, the gNB can configure the UE whether the UE is allowed to report assistance information for power saving.
Proposal 3: How to trigger the report of its desired DRX parameters for power saving is up to UE implementation.
Proposal 4: To avoid frequent reporting, the gNB can configure the UE with a prohibit timer.
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