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Start of 1st change

CQI-ReportConfig
The IE CQI-ReportConfig is used to specify the CQI reporting configuration.

CQI-ReportConfig information elements
-- ASN1START

CQI-ReportConfig ::=



SEQUENCE {


cqi-ReportModeAperiodic


CQI-ReportModeAperiodic
OPTIONAL,


-- Need OR


nomPDSCH-RS-EPRE-Offset



INTEGER (-1..6),


cqi-ReportPeriodic



CQI-ReportPeriodic
OPTIONAL



-- Need ON

}

CQI-ReportConfig-v920 ::=

SEQUENCE {


cqi-Mask-r9





ENUMERATED {setup}

OPTIONAL,

-- Cond cqi-Setup


pmi-RI-Report-r9



ENUMERATED {setup}

OPTIONAL

-- Cond PMIRI

}

CQI-ReportConfig-r10 ::=
SEQUENCE {


cqi-ReportAperiodic-r10



CQI-ReportAperiodic-r10


OPTIONAL,
-- Need ON


nomPDSCH-RS-EPRE-Offset


INTEGER (-1..6),


cqi-ReportPeriodic-r10



CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r9




ENUMERATED {setup}



OPTIONAL,
-- Cond PMIRIPCell


csi-SubframePatternConfig-r10

CHOICE {



release






NULL,



setup






SEQUENCE {




csi-MeasSubframeSet1-r10


MeasSubframePattern-r10,




csi-MeasSubframeSet2-r10


MeasSubframePattern-r10



}


}
















OPTIONAL
-- Need ON

}

CQI-ReportConfig-v1130 ::=
SEQUENCE {


cqi-ReportPeriodic-v1130


CQI-ReportPeriodic-v1130,


cqi-ReportBoth-r11




CQI-ReportBoth-r11

}

CQI-ReportConfig-v1250 ::=

SEQUENCE {


csi-SubframePatternConfig-r12

CHOICE {



release






NULL,



setup






SEQUENCE {




csi-MeasSubframeSets-r12


BIT STRING (SIZE (10))



}


}















OPTIONAL,
-- Need ON


cqi-ReportBoth-v1250




CQI-ReportBoth-v1250

OPTIONAL,
-- Need ON


cqi-ReportAperiodic-v1250
CQI-ReportAperiodic-v1250

OPTIONAL,
-- Need ON

altCQI-Table-r12


ENUMERATED {










allSubframes, csi-SubframeSet1,










csi-SubframeSet2, spare1}

OPTIONAL

-- Need OP

}

CQI-ReportConfig-v1310 ::=


SEQUENCE {



cqi-ReportBoth-v1310



CQI-ReportBoth-v1310

OPTIONAL,
-- Need ON



cqi-ReportAperiodic-v1310


CQI-ReportAperiodic-v1310
OPTIONAL,

-- Need ON



cqi-ReportPeriodic-v1310


CQI-ReportPeriodic-v1310
OPTIONAL

-- Need ON

}

CQI-ReportConfig-v1320 ::=


SEQUENCE {



cqi-ReportPeriodic-v1320


CQI-ReportPeriodic-v1320
OPTIONAL
-- Need ON

}

CQI-ReportConfig-v1430 ::=


SEQUENCE {



cqi-ReportAperiodicHybrid-r14

CQI-ReportAperiodicHybrid-r14
OPTIONAL
-- Need ON

}

CQI-ReportConfig-v1530 ::=

SEQUENCE {


altCQI-Table-1024QAM-r15

ENUMERATED {











allSubframes, csi-SubframeSet1,











csi-SubframeSet2, spare1}

OPTIONAL

-- Need OP

}
CQI-ReportConfig-r15 ::=
CHOICE {


release




NULL,


setup




SEQUENCE {



cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,

-- Need ON



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310


CQI-ReportConfig-v1310


OPTIONAL,

-- Need ON



cqi-ReportConfig-v1320


CQI-ReportConfig-v1320


OPTIONAL,

-- Need ON



cqi-ReportConfig-v1430


CQI-ReportConfig-v1430


OPTIONAL,

-- Need ON



altCQI-Table-1024QAM-r15

ENUMERATED {allSubframes, csi-SubframeSet1,











csi-SubframeSet2, spare1}

OPTIONAL

-- Need OP


}

}

CQI-ReportConfigSCell-r10 ::=



SEQUENCE {


cqi-ReportModeAperiodic-r10


CQI-ReportModeAperiodic OPTIONAL,


-- Need OR


nomPDSCH-RS-EPRE-Offset-r10



INTEGER (-1..6),


cqi-ReportPeriodicSCell-r10


CQI-ReportPeriodic-r10


OPTIONAL,
-- Need ON


pmi-RI-Report-r10




ENUMERATED {setup}



OPTIONAL
-- Cond PMIRISCell

}

CQI-ReportConfigSCell-r15 ::=


SEQUENCE {


cqi-ReportPeriodicSCell-r15



CQI-ReportPeriodicSCell-r15

OPTIONAL,
-- Need ON


altCQI-Table-1024QAM-r15



ENUMERATED {allSubframes, csi-SubframeSet1,












csi-SubframeSet2, spare1}

OPTIONAL

-- Need OP

}
-- ASN1STOP

	CQI-ReportConfig field descriptions

	altCQI-Table, altCQI-Table-1024QAM
Indicates the applicability of the alternative CQI table (i.e. Table 7.2.3-2 and Table 7.2.3-4 in TS 36.213 [23]) for both aperiodic and periodic CSI reporting for the concerned serving cell. Value allSubframes means the alternative CQI table applies to all the subframes and CSI processes, if configured, and value csi-SubframeSet1 means the alternative CQI table applies to CSI subframe set1, and value csi-SubframeSet2 means the alternative CQI table applies to CSI subframe set2. EUTRAN sets the value to csi-SubframeSet1 or csi-SubframeSet2 only if transmissionMode is set in range tm1 to tm9 and csi-SubframePatternConfig-r10 is configured for the concerned serving cell and different CQI tables apply to the two CSI subframe sets; otherwise EUTRAN sets the value to allSubframes. EUTRAN does not configure altCQI-Table-r12 in CQI-ReportConfig-v1250 and altCQI-Table-1024QAM-r15 in CQI-ReportConfig-v1530 or in CQI-ReportConfigSCell-r15 in the same serving cell simultaneously. If altCQI-Table-r12 and altCQI-Table-1024QAM-r15 are absent, the UE shall use Table 7.2.3-1 in TS 36.213 [23] for all subframes and CSI processes, if configured.

	cqi-Mask

Limits CQI/PMI/PTI/RI reports to the on-duration period of the DRX cycle, see TS 36.321 [6]. One value applies for all CSI processes and all serving cells (the associated functionality is common i.e. not performed independently for each cell).

	cqi-ReportAperiodic

E-UTRAN does not configure CQI-ReportAperiodic when transmission mode 10 is configured for all serving cells. E-UTRAN configures cqi-ReportAperiodic-v1250 only if cqi-ReportAperiodic-r10 and csi-MeasSubframeSets-r12 are configured. E-UTRAN configures cqi-ReportAperiodic-v1310 only if cqi-ReportAperiodic-r10 is configured.

	cqi-ReportModeAperiodic

Parameter: reporting mode. Value rm12 corresponds to Mode 1-2, rm20 corresponds to Mode 2-0, rm22 corresponds to Mode 2-2 etc. PUSCH reporting modes are described in TS 36.213 [23], clause 7.2.1. The UE shall ignore cqi-ReportModeAperiodic-r10 when transmission mode 10 is configured for the serving cell on this carrier frequency. The UE shall ignore cqi-ReportModeAperiodic-r10 configured for the PCell/ PSCell when the transmission bandwidth of the PCell/PSCell in downlink is 6 resource blocks.

	cqi-ReportPeriodic

E-UTRAN does not configure CQI-ReportPeriodic for sTTI within CQI-ReportConfig.

	csi-MeasSubframeSets
Indicates the two CSI subframe sets. Value 0 means the subframe belongs to CSI subframe set 1 and value 1 means the subframe belongs to CSI subframe set 2. CSI subframe set 1 refers to CCSI,0 in TS 36.213 [23], clause 7.2, and CSI subframe set 2 refers to CCSI,1 in TS 36.213 [23], clause 7.2. EUTRAN does not configure csi-MeasSubframeSet1-r10 and csi-MeasSubframeSet2-r10 if either csi-MeasSubframeSets-r12 for PCell or eimta-MainConfigPCell-r12 is configured.

	csi-MeasSubframeSet1, csi-MeasSubframeSet2
Indicates the CSI measurement subframe sets. csi-MeasSubframeSet1 refers to CCSI,0 in TS 36.213 [23], clause 7.2 and csi-MeasSubframeSet2 refers to CCSI,1 in TS 36.213 [23], clause 7.2. E-UTRAN only configures the two CSI measurement subframe sets for the PCell.

	nomPDSCH-RS-EPRE-Offset

Parameter: 
[image: image1.wmf]offset

D

 see TS 36.213 [23], clause 7.2.3. Actual value = field value * 2 [dB].

	pmi-RI-Report

See TS 36.213 [23], clause 7.2. The presence of this field means PMI/RI reporting is configured; otherwise the PMI/RI reporting is not configured. EUTRAN configures this field only when transmissionMode is set to tm8, tm9 or tm10. The UE shall ignore pmi-RI-Report-r9/ pmi-RI-Report-r10 when transmission mode 10 is configured for the serving cell on this carrier frequency.
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