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	Reason for change:
	In the case of inter-RAT intra-system handovers i.e. NR to E-UTRA connected to 5GC, delta configuration of PDCP and SDAP can be supported. Even though delta configuraion is specified in 38.331, the actual meaning of it is not crystal clear when it is used in procedure text. It would be good to refer the real field, i.e. whether fullConfig is indicated or not.  

	
	

	Summary of change:
	Update the procedure text in clause 5.4.3.4 whether fullConfig is indicated or not.
Impact analysis
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Inter-RAT mobility from NR

Inter-operability:
1.	   If the network is implemented according to the CR and the UE is not, no inter-operability issue is foreseen.
2.	   If the UE is implemented according to the CR and the network is not, no inter-operability issue is foreseen.  
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<Start of modification 1>
[bookmark: _Toc535261270]5.4.3.4	Successful completion of the mobility from NR
Upon successfully completing the handover, at the source side the UE shall:
1>	reset MAC;
1>	stop all timers that are running;
1>	release ran-NotificationAreaInfo, if stored;
1>	release the AS security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key, if stored;
1>	release all radio resources, including release of the RLC entity and the MAC configuration;
1>	if delta configurationfullConfig is not usedindicated:
2>	maintain source RAT configuration of PDCP and SDAP for applicable RBs which is used for target RAT RBs;
1>	else:
2>	release the associated PDCP entity and SDAP entity for all established RBs;
1>	indicate the release of the RRC connection to upper layers together with the release cause 'other'.
<End of modification 1> 
