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[bookmark: _Toc524434278][bookmark: _Toc525763189]FIRST CHANGE
[bookmark: _Toc502484286]3	Abbreviations and Definitions
[bookmark: _Toc502484287]3.1	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], in TS 36.300 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] and TS 36.300 [2].
>>>> Skip
BH		Backhaul
>>>> Skip
IAB	Integrated Access and Backhaul
>>>> Skip
	MT	Mobile Termination
NEXT CHANGE
[bookmark: _Toc502484288]3.2	Definitions
>>>> Skip
IAB-donor: <TBD> 
>>>> Skip
IAB-node: <TBD> 

[bookmark: _Toc502484289]NEXT CHANGE
4	Overall Architecture and Functional Split
[bookmark: _Toc502484290]4.1	Overall Architecture
>>>> Skip
[bookmark: _Toc510529868]4.x	Integrated Access and Backhaul

NEXT CHANGE

[bookmark: _Toc502484329]6	Layer 2
[bookmark: _Toc502484330]6.1	Overview
>>>>>Skip
6.x	<NR Adaptation Protocol> Sublayer 
[bookmark: _GoBack]	
[bookmark: historyclause]END OF CHANGES

Appendix
The following agreements were reached in RAN2 #105:
Adaptation layer functionality
-	RAN2 confirms that routing and bearer mapping (e.g. mapping of BH RLC channels) are adaptation layer functions
-	RAN2 assumes that the TX part of the adaptation layer performs routing and “bearer mapping”, and the RX part of the adaptation layer performs “bearer de-mapping”.
-	RAN2 assumes that SDUs are forwarded from the RX part of the adaptation layer to the TX part of the adaptation layer (for the next hop) for packets that are relayed by the IAB node.
-	It is FFS how to model adaptation layer protocol entities, e.g. whether separate for DU and MT or not, and how these are configured, i.e. via F1-AP or RRC.
L2 configuration
-	RAN2 assumes that IAB-donor CU is controlling the setup and modification of all backhaul channels in the IAB network below the IAB-donor.
-	RAN2 assumes that a separate BH RLC channel should be setup for each UE DRB with one-to-one bearer mapping. 
-	RAN2 assumes that for a UE DRB with many-to-one bearer mapping, a BH RLC channel associated with IAB node existing BH RLC channel might be reused as BH RLC channel to forward traffic of this UE DRB (e.g. if the BH RLC channel supports the required UE DRB QoS).
-	RAN2 assumes that IAB-donor CU configures the adaptation layer.
- 	RAN2 assumes that routing is a function of the adaptation layer. 
-	The details of the routing functionality, e.g. what is configured vs. what is decided locally, is FFS. 
BH radio-link failure
-	RAN2 assumes that there is a RLF-notification at BH RLF, at least to downstream node(s).
-	Alternate routes and/or Dual Connectivity could be utilised at recovery at a failure of a BH link. 
-	Current UE RLF detection and recovery is reused as baseline
-	It is FFS, whether other indications are needed, e.g. when link has recovered, or when recovery is in progress.
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