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1. Overall Description:

In RAN plenary #82, the following agreements were achieved for UE’s FR2 beam correspondence feature and requirement [1], as below
	· Clarify in TS 38.306 that beam correspondence (UE feature 2-20) is applicable only for FR2

· Beam correspondence is mandatory with the capability signaling definition as below (UE feature 2-20) 
· UE that fulfills the beam correspondence requirement without the uplink beam sweeping shall set the bit to 1

· UE that fulfills the beam correspondence requirement with the uplink beam sweeping shall set the bit to 0

· Uplink beam management (UE feature 2-30) is UE optional with capability signaling

· UE feature 2-30 shall be set to 1 if UE feature 2-20 is set to 0

· For the UE meeting the minimum peak EIRP and spherical coverage requirements without the uplink beam sweeping, the uplink beam management (UE feature 2-30) is optional


Based on the above RAN plenary agreement and discussion on beam correspondence feature implemented for FR2 UE, RAN4 kindly ask RAN2 to consider the below RAN4 agreement into account when RAN2 clarify the beam correspondence (UE feature 2-20) in the corresponding specifications: 

· beamCorrespondence Indicates whether UE supports beam correspondence without relying on UL beam sweeping, bit-1 indicates beam sweeping is not needed to meet beam correspondence requirement, bit-0 indicates beam sweeping is needed to meet beam correspondence requirement, as defined in TS 38.101-2

Furthermore, RAN4 discussed the beam correspondence feature in FR2 intra-band CA scenarios, and reached the following agreement: 
· For intra-band CA in FR2, the same beam correspondence relationship for beam management is supported across CCs in Rel-15 and no requirement is specified. Beam correspondence performance for intra-band CA is fulfilled if the beam correspondence requirements defined in section 6.6 (of TS38.101-2) is met for non-CA case.
Based on above agreements, RAN4 kindly ask RAN1 and RAN2 to take the above agreement into account. 
2. Actions:
To RAN WG1 and WG2.
ACTION: 
RAN4 respectfully asks RAN1 and RAN2 to take the above information into account in the work.
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