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[bookmark: _Ref178064866]Introduction
In 3GPP RAN2#105 meeting, NR L1/L2 Measurements for Active Antenna Systems was discussed, the following agreement was reached to add a new use case of Active Antenna System optimisation into TR 37.816.

Agreements:
[bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK14]1	Add the new use case of Active Antenna System optimization into TR 37.816
[bookmark: OLE_LINK23]2	Define the following NR measurements for the use case of Active Antenna Systems optimization:
[bookmark: OLE_LINK5][bookmark: OLE_LINK9]1)	Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…)
	
[bookmark: _Hlk4508482][bookmark: OLE_LINK17][bookmark: OLE_LINK18]2)	NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…)
	

[bookmark: OLE_LINK29][bookmark: OLE_LINK30]
Discussion
[bookmark: OLE_LINK22][bookmark: OLE_LINK19][bookmark: OLE_LINK20]Regarding measurements on Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…) and NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…), these measurements are RAN1/RAN4 issues and RAN4 involvement is needed.
[bookmark: OLE_LINK26][bookmark: _Hlk4509079][bookmark: OLE_LINK24][bookmark: OLE_LINK25]Observation 1: Regarding measurements on Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…) and NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…), these measurements are RAN1/RAN4 issues and RAN1/RAN4 involvement is needed.
Furthermore, feasibility check by RAN1 and RAN4 is needed.
[bookmark: _Hlk4509186]Proposal 1: A LS to RAN1 and RAN4 to check the feasibility on NR measurements for the use case of Active Antenna Systems optimization on Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…) and NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…)

Conlcusion
In section 2, we make the obervation below,
Observation 1: Regarding measurements on Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…) and NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…), these measurements are RAN1/RAN4 issues and RAN1/RAN4 involvement is needed.
And we make the proposal below,
Proposal 1: A LS to RAN1 and RAN4 to check the feasibility on NR measurements for the use case of Active Antenna Systems optimization on Total NG-RAN Transmit Power for Control Channels (i.e. SSB/PDCCH/…) and NG-RAN Transmit Power per Beam for Control Channels (i.e. SSB/PDCCH/…)
[bookmark: _In-sequence_SDU_delivery]References
[bookmark: _Ref174151459][bookmark: _Ref189809556]TR 37.816 Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA) and NR; Study on RAN-centric data collection and utilization for LTE and NR (Release 16)
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