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1. Overall Description:
To enable non-BL UEs in CE to receive ETWS/CMAS indications in RRC_CONNECTED, RAN2 is considering a mechanism where non-BL UEs are required to monitor MPDCCH CSS using P-RNTI in RRC_CONNECTED to check Direct Indication Information, which contains etws-indication and cmas-indication. The following agreement has been made in RAN2:
· Non-BL UEs in CE mode in RRC_CONNECTED looking for etws-indication or cmas-indication monitor MPDCCH CSS.
Two options have been considered in RAN2: Using MPDCCH Type-0 CSS or MPDCCH Type-1 CSS, both of which seem to have their pros and cons.
[bookmark: _GoBack]RAN2 would like to ask RAN1 to provide feedback regarding the feasibility of using MPDCCH Type-1 CSS or Type-0 CSS to provide such indication. 

2. Actions:
To RAN1 
ACTION: 	 
RAN2 respectfully asks RAN1:
1) to provide feedback regarding the feasibility of using MPDCCH Type-1 CSS or Type-0 CSS for providing etws-indication/cmas-indication to non-BL UEs in CE in RRC_CONNECTED.

3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #106	2019-05-13 to 2019-05-17	Reno, NV, USA
TSG-RAN WG2 Meeting #107	2019-08-26 to 2019-08-30	Prague, Czech Rep.

