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NEXT CHANGE

UECapabilityInformation
The IE UECapabilityInformation message is used to transfer UE radio access capabilities requested by the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
UECapabilityInformation information element
-- ASN1START
-- TAG-UECAPABILITYINFORMATION-START

UECapabilityInformation ::=         SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        ueCapabilityInformation             UECapabilityInformation-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UECapabilityInformation-IEs ::=     SEQUENCE {
    ue-CapabilityRAT-ContainerList      UE-CapabilityRAT-ContainerList                                          OPTIONAL,

    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,
    nonCriticalExtension                UECapabilityInformation-IEs-v16xySEQUENCE{}                                                              OPTIONAL

UECapabilityInformation-IEs-v16xy ::=   Sequence . {
    capabilityID                        BIT STRING (size(TBD))
OPTIONAL                                                       COND - capabilityID
    nonCriticalExtension                SEQUENCE{}
OPTIONAL
}

-- TAG-UECAPABILITYINFORMATION-STOP
-- ASN1STOP


	Conditional Presence
	Explanation

	capabilityID
	This optional field shall only be included if the UECapabilityInformation message is integrity-protected and ciphered.
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