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1. Overall Description:
RAN2 has discussed the following item in the IIOT WI
	· Address UL data/control and control/control resource collision by:
· specifying a method to address resource collision between SR associating to high-priority traffic and uplink data of lower-priority traffic for the cases where MAC determines the prioritization [RAN2].



[bookmark: _Toc347823621][bookmark: _Toc347824073][bookmark: _Toc347824246][bookmark: _Toc528856166][bookmark: _Toc1067786][bookmark: _Toc2938049][bookmark: _Toc2957360][bookmark: _Toc2959964][bookmark: _Toc2960023][bookmark: _Toc3295263][bookmark: _Toc4141987][bookmark: _Toc4142061][bookmark: _Toc4142133]After the discussion, RAN2 has agreed that SR can be sent on an overlapping UL-SCH resource, if the priority of the LCH that triggers the SR is strictly larger than the highest priority of the LCH(s) to be transmitted or is under transmission on the UL-SCH resource. 

[bookmark: _GoBack]It is in RAN2’ understanding that PHY layer procedure enhancement is needed to enable an overlapping transmission between SR and UL-SCH resource. Additionally, from PHY layer point of view, if there is an overlapping transmission between SR and UL-SCH resource, the SR has a higher priority.
 
 
2. Actions: 

To RAN1 group. 

ACTION: RAN2 asks RAN1 to specify PHY procedures to allow an overlapping transmission between SR and UL-SCH resource considering the above information. 


3. Date of Next TSG WG RAN2 Meetings: 

RAN2#106	13 - 17 May 2019		Reno, US
RAN2#107	26 - 30 Aug 2019		Prague, Czech Republic


