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	Reason for change:
	The offset between the UL carrier frequency center with respect to DL carrier frequency center was initially described in the RAN1 specifications, but eventually it was removed to be captured only in the RAN4 specifications (R4-1816194). The corresponding change needs to be reflected in 36.331, and TDD-UL-DL-AlignmentOffset-NB should refer to the RAN4 specifications instead of the RAN1 specifications.
Impact analysis
NB-TDD

Impacted functionality:
UL DL Alignment offset

Inter-operability:
1.	   If the network is implemented according to the CR and the UE is not, UE may not be able to find the UL carrier.
2.	   If the UE is implemented according to the CR and the network is not, UE may not be able to find the UL carrier.  

	
	

	Summary of change:
	The description of the TDD-UL-DL-AlignmentOffset-NB has been updated according to the information in R4-1816194. Accordingly, the reference to the RAN1 specification has been removed, and a reference to the RAN4 specification has been added (R4-1816191).

	
	

	Consequences if not approved:
	The re will be an ambiguity when selecting the offset of category NB1/NB2 Channel Number to EARFCN, with respect to what is indicated by the IE TDD-UL-DL-AlignmentOffset-NB.
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Beginning of change

[bookmark: _Toc535571959]6.7.3.2	NB-IoT Radio resource control information elements
[bookmark: _Toc535571960]–	CarrierConfigDedicated-NB
The IE CarrierConfigDedicated-NB is used to specify a carrier in NB-IoT.
<Skipped unmodified changes>
–	TDD-UL-DL-AlignmentOffset-NB
The IE TDD-UL-DL-AlignmentOffset-NB is used to specify the offset between the UL carrier frequency center with respect to DL carrier frequency center,. This information should be used when selecting the offset of category NB1/NB2 Channel Number to EARFCN, as defined in see TS 36.101211 [4221].
TDD-UL-DL-AlignmentOffset-NB information element
-- ASN1START

TDD-UL-DL-AlignmentOffset-NB-r15 ::=				ENUMERATED {	khz-7dot5, khz0, khz7dot5}

-- ASN1STOP

End of change

