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1. Overall Description:
The Random Access procedure for NR-U will be enhanced compared to NR Rel.15. One of the enhancements is based on the agreement from RAN2#103bis to not increment PREAMBLE_POWER_RAMPING_COUNTER in case of LBT failure. If the preamble transmission cannot be done due to LBT failure an indication of this from the physical layer is needed. 
Instead of introducing a new indicator, RAN2 believe that the already existing notification of suspending power ramping counter should be used for this purpose. This notification from PHY to MAC can already be used to indicate a change of UL transmission beam in NR. As the information of why the power should not be ramped is agnostic to the MAC layer, RAN2 believe this notification should be reused. 
Since the existing notification of suspending power ramping counter is handled by the physical layer, RAN1 is asked to provide a feedback in case there are concerns.

2. Actions:

To RAN1 group.
ACTION: 	RAN2 respectfully asks RAN1 to take the above information into account and provide feedbacks to RAN2 in case there are concerns on the support of a notification from PHY to MAC for the suspending power ramping counter when the preamble transmission cannot be performed due to LBT failure in NR-U.

3. Date of Next TSG-RAN WG2 Meetings:
3GPPRAN2#106		13 - 17 May 2019		Reno, US
3GPPRAN2#107		26 - 30 Aug 2019		Prague, Czech Republic




