
492



[bookmark: _Toc535261118]3GPP TSG-RAN2 Meeting #105bis	R2-1905411
Xi’an, China, 8th – 12th April 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	DraftCR
	rev
	 -
	Current version:
	15.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	[E024, S001, H001] Definition of MR-DC terminology

	
	

	Source to WG:
	Ericsson

	Source to TSG:
		n.a. (Draft CR to be merged into the Late Drop running CR)




	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-03-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)
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	NOTE: This CR is based on the Review File for Late Drop ASN.1 review Phase 1 with track changes accepted. 

In the late drop ASN.1 review, following RIL issues were raised:

[S001] We think there is no need to add something in NR RRC. For NE-DC we can however consider adding something similar in LTE RRC.

[H001] In our understanding, For NR-DC, the UE executes all the clauses in this specification unless explicitly stated. For NE-DC, we need to add some description for the requirements for UE in 36.331. So nothing is needed there, apart maybe from NGEN-DC.

[E024] Section 5.1.3 needs to be updated to cover all MR-DC options.


	
	

	Summary of change:
	5.1.3 Requirements for UE in EN-DC
· Change header to “Requirements for UE in MR-DC”.
· Updated definition of EN-DC
· Added definitions for NGEN-DC, NE-DC, NR-DC and MR-DC 
· Deleted TBD on late drop
· Note extended to cover all the MR-DC options

 Impact analysis
 Impacted architecture: NGEN-DC, NE-DC, NR-DC

 Impacted functionalities: Requirements for UE
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[bookmark: _Toc535261135]5.1.3	Requirements for UE in MREN-DC
In this specification, the UE considers itself to be in; 
-	EN-DC if and only if it is configured with nr-SecondaryCellGroupConfig according to TS 36.331[10] and it is connected to EPC,
-	NGEN-DC if and only if it is configured with nr-SecondaryCellGroupConfig according to TS 36.331[10] and it is connected to 5GC,
-	NE-DC if and only if it is configured with mrdc-SecondaryCellGroup set to eutra-SCG,
-	NR-DC if and only if it is configured with mrdc-SecondaryCellGroup set to nr-SCG,
[bookmark: _GoBack]-	MR-DC if and only if it is in (NG)EN-DC, NE-DC or NR-DC.
NOTE: 	This use of the term EN-DCthese terms deviates from the definition in TS 37.340 [zx] and other specifications. In TS 37.340 [zx], the term EN-DCthese terms includes also the case where the UE is configured with E-UTRA or NR MCG only (i.e. no NR or E-UTRA SCG) but with one or more bearers terminated in a secondary node (i.e. using NR PDCP).
The UE in (NG)EN-DC only executes a sub-clause of clause 5 in this specification when the subclause:
-	is referred to from a subclause under execution, either in this specification or in TS 36.331 [10]; or
-	applies to a message received on SRB3 (if SRB3 is established); or
-	applies to field(s), IE(s), UE variable(s) or timer(s) in this specification that the UE is configured with.
When executing a subclause of clause 5 in this specification, the UE follows the requirements in clause 5.1.2 and in all subclauses of this specification applicable to the messages (including processing time requirements), fields, IEs, timers and UE variables indicated in the subclause under execution. 
TBD Late drop: This section needs to be updated to cover late drop MR-DC options.
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