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1 Introduction

In RAN2#104, the following agreements have been reached

Agreements on RLC:

8:
Segmentation and reassembly of RLC SDUs are supported in NR RLC for NR sidelink broadcast, groupcast and unicast.

9:
RLC SDU discard function is supported in NR RLC for NR sidelink broadcast, groupcast and unicast.

10:
If SBCCH is used for NR sidelink (dependent on RAN1 decision on synchronization aspect), a NR TM RLC entity is configured to submit/receive RLC PDUs.

11:
A NR UM RLC entity is configured to submit/receive RLC PDUs, for user packets of SL broadcast, groupcast and unicast. RLC AM is not supported for broadcast.

In RAN2#105, the following aspects were agreed for RLC
5: RLC UM mode is used for groupcast. RLC AM mode for groupcast is not supported.

In this contribution, we discuss the left issues on UP protocol design.
2 Discussion
Compared with LTE RLC, one difference of NR RLC is the support of out-of-order delivery to upper layer. This feature also benefit sidelink, so should be applicable as well.

Proposal 1 Out-of-order delivery is supported for sidelink RLC.
In LTE ProSe, some revision to RLC layer was introduced considering the broadcast traffic characteristic

For RLC entity configured for STCH, it is initially set to the SN of the first received UMD PDU.

Which is not needed for unicast, because the connection has to be maintained during the whole session, so that the initialization of RLC variable can be similar to UL/DL case.
Proposal 2 RLC variable initialization for unicast SL reuse RLC behaviour defined for UL/DL.

Proposal 3 RLC variable initialization for group-cast and broadcast SL reuse RLC behaviour defined for LTE-V2X.

For the PDU format, in LTE-V2X, according to TS 36.322

6.2.2.3
Sequence Number (SN) field

Length: 10 bits or 16 bits (configurable) for AMD PDU and AMD PDU segments. 5 bits or 10 bits (configurable) for UMD PDU.
Since LTE-V2X is only based on RLM UM, it is fixed to be 5-bits.
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Which is the similar case for NR-V2X group-cast and broadcast SL. However, for unicast SL, both AM and UM are agreed to be used, and it can be configured using PC5-RRC, as captured in the TR:

For NR SL unicast, the PC5 QoS flow to SLRB mapping is performed in the SDAP layer of the UE. Some SLRB configurations (including at least SN length, RLC mode and PC5 QoS profile associated with each SLRB) for unicast need to be informed by one UE to the peer UE in SL, when they are (pre-)configured at the UE.

So SL unicast can adopt either AM or UM, and the SN length can be configurable as well. Considering the Uu part, according to TS 38.322

6.2.3.3
Sequence Number (SN) field

Length: 12 bits or 18 bits (configurable) for AMD PDU. 6 bits or 12 bits (configurable) for UMD PDU.

Proposal 4 For unicast SL, it is up to PC5-RRC to configure RLC mode (i.e., AM or UM) and RLC SN length (i.e., either 12-bit or 18-bit for AM, 6-bit or 12-bit for UM).
Proposal 5 For group-cast and broadcast SL, the RLC SN length is fixed to be 6-bit, and RLC mode is fixed to be UM.
3 Conclusion
Based on the discussion in section 2, we propose:
Proposal 1
Out-of-order delivery is supported for sidelink RLC.
Proposal 2
RLC variable initialization for unicast SL reuse RLC behaviour defined for UL/DL.
Proposal 3
RLC variable initialization for group-cast and broadcast SL reuse RLC behaviour defined for LTE-V2X.
Proposal 4
For unicast SL, it is up to PC5-RRC to configure RLC mode (i.e., AM or UM) and RLC SN length (i.e., either 12-bit or 18-bit for AM, 6-bit or 12-bit for UM).
Proposal 5
For group-cast and broadcast SL, the RLC SN length is fixed to be 6-bit, and RLC mode is fixed to be UM.
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