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	Reason for change:
	When cell selection or reselection occurs while T309 or T302 is running and if the UE is connected to 5GC, the UE stops T302. After stopping T302, the UE will never fulfil the condition “the UE is in RRC_INACTIVE and T302 is running” in section 5.3.3.5. This results in the UE does not leave RRC_INACTIVE while the cell reselection occurs and the T302 is running.
1>
if cell selection or reselection occurs while T309 or T302 is running and if the UE is connected to 5GC:
2>
stop timer T309 for all access categories and/or T302, whichever ones were running;

2>
perform the actions as specified in 5.3.16.4.

1>
if in RRC_INACTIVE:

2>
if cell reselection occurs while T300 or T302 is running:

3>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';



	
	

	Summary of change:
	Add the in RRC_INACTIVE and T302 is running case under the first bullet of section 5.3.3.5. The UE performs leaving RRC_INACTIVE mode actions while in RRC_INACTIVE and T302 is running.

Impact analysis
Impacted 5G architecture options: 

Standalone

Impacted functionality: 

RRC_INACTIVE functionality.
Inter-operability:
If the network is implemented according to this CR while the UE is not, the UE does not leave RRC_INACTIVE after cell reselecting to another cell. The UE is in RRC_INACTIVE and the network considers the UE is in RRC_IDLE. This results in the following RRC resume procedure failed.
If the UE is implemented according to this CR while the network is not, there is no inter-operability.


	
	

	Consequences if not approved:
	If cell reselection occurs while T302 is running cell, the UE does not enter RRC_IDLE from RRC_INACTIVE.
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	Other comments:
	The basis for creating this CR is Draft_36331-f50_v2.


5.3.3.5
Cell re-selection or cell selection while T300, T302, T303, T305, T306, T308 or T309 is running

The UE shall:
1>
if cell selection or reselection occurs while T309 or T302 is running and if the UE is connected to 5GC:

2>
stop timer T309 for all access categories, if running;
2> if in RRC_INACTIVE and T302 is running:
3>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';
2> else
3> stop timer T302, if running;
3>
perform the actions as specified in 5.3.16.4;
1>
if in RRC_INACTIVE:

2>
if cell reselection occurs while T300 is running:

3>
perform the actions upon leaving RRC_INACTIVE as specified in 5.3.12 with release cause 'RRC Resume failure';

1>
else if cell reselection occurs while T300, T302, T303, T305, T306, or T308 is running:

2>
if timer T302, T303, T305, T306, and/or T308 is running and if the UE is connected to EPC:
3>
stop timer T302, T303, T305, T306, and T308, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7;

2>
if timer T300 is running:

3>
stop timer T300;

3>
if UE has sent RRCConnectionResumeRequest message and has not received RRCConnectionResume message:

4>
reset MAC;

4>
if UE has initiated UP-EDT:

5>
perform the actions upon abortion of UP-EDT as specified in 5.3.3.9a;

4>
else:

5>
re-establish RLC for all RBs that are established;

5>
suspend SRB1;

3>
else:

4>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

3>
inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication;

