

	
[bookmark: _GoBack]3GPP TSG-RAN WG2 Meeting #105bis	R2-1904183
Xi’an, China, 8th – 12th April 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.331
	CR
	
	rev
	
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Corrections to description of Measurement gap and Measurement gap sharing configuration

	
	

	Source to WG:
	LG Electronics

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-03-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
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2. Measurement gap sharing configuration
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	Summary of change:
	1. Measurement gap configuration
· To be aligned with ASN.1 the procedure text with regards to mgta has been corrected to be mandatory present.
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2. Measurement gap sharing configuration
· Editorial issues in procedure text and field descriptions have been fixed (corrections of reference to IE MeasGapSharingScheme etc.).
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Start of changes
5.5.2.9	Measurement gap configuration
The UE shall:
1>	if gapFR1 is set to setup:
2>	if an FR1 measurement gap configuration is already setup, release the FR1 measurement gap configuration;
2>	setup the FR1 measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	if mgta is configured, apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR1 is set to release:
2>	release the FR1 measurement gap configuration;
1>	if gapFR2 is set to setup:
2>	if an FR2 measurement gap configuration is already setup, release the FR2 measurement gap configuration;
2>	setup the FR2 measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	if mgta is configured, apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR2 is set to release:
2>	release the FR2 measurement gap configuration;
1>	if gapUE is set to setup:	
2>	if a per UE measurement gap configuration is already setup, release the per UE measurement gap configuration;
2>	setup the per UE measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	if mgta is configured, apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapUE is set to release:
2>	release the per UE measurement gap configuration.
NOTE 1: For gapFR2 configuration, the SFN and subframe of a serving cell on FR2 frequency is used in the gap calculation
NOTE 2: For gapFR1 or gapUE configuration, the SFN and subframe of the PCell is used in the gap calculation.
[bookmark: _Toc535261284]5.5.2.10	Reference signal measurement timing configuration
The UE shall setup the first SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicityAndOffset parameter (providing Periodicity and Offset value for the following condition) in the smtc1 configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the following condition:
SFN mod T = (FLOOR (Offset/10));
if the Periodicity is larger than sf5:
subframe = Offset mod 10;
else:
subframe = Offset or (Offset +5);
with T = CEIL(Periodicity/10).
If smtc2 is present, for cells indicated in the pci-List parameter in smtc2 in the same MeasObjectNR, the UE shall setup an additional SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicity parameter in the smtc2 configuration and use the Offset (derived from parameter periodicityAndOffset) and duration parameter from the smtc1 configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the above condition:
On the indicated ssbFrequency, the UE shall not consider SS/PBCH block transmission in subframes outside the SMTC occasion for RRM measurements based on SS/PBCH blocks and for RRM measurements based on CSI-RS.
[bookmark: _Toc535261285]5.5.2.11	Measurement gap sharing configuration
The UE shall:
1>	if gapSharingFR1 is set to setup:
2>	if an FR1 measurement gap sharing configuration is already setup, release the FR1 measurement gap sharing configuration;
2>	setup the FR1 measurement gap sharing configuration indicated by the measGapSharingConfig in accordance with the received measGapSharingScheme MeasGapSharingScheme as defined in TS 38.133 [14];
1>	else if gapSharingFR1 is set to release:
2>	release the FR1 measurement gap sharing configuration;
1>	if gapSharingFR2 is set to setup:
2>	if an FR2 measurement gap sharing configuration is already setup, release the FR2 measurement gap sharing configuration;
2>	setup the FR2 measurement gap sharing configuration indicated by the measGapSharingConfig in accordance with the received measGapSharingScheme MeasGapSharingScheme as defined in TS 38.133 [14];
1>	else if gapSharingFR2 is set to release:
2>	release the FR2 measurement gap sharing configuration.
1>	if gapSharingUE is set to setup:
2>	if a per UE measurement gap sharing configuration is already setup, release the per UE measurement gap sharing configuration;
2>	setup the per UE measurement gap sharing configuration indicated by the measGapSharingConfig in accordance with the received measGapSharingScheme MeasGapSharingScheme as defined in TS 38.133 [14];
1>	else if gapSharingUE is set to release:
2>	release the per UE measurement gap sharing configuration.

Next changes

[bookmark: _Toc535261400]6.3.2	Radio resource control information elements
<Text omitted>

[bookmark: _Toc535261470]–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/ release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEAS-GAP-CONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                                      OPTIONAL,   -- Need M
    ...,
    [[
        gapFR1                          SetupRelease { GapConfig }                                                      OPTIONAL,   -- Need M
        gapUE                           SetupRelease { GapConfig }                                                      OPTIONAL    -- Need M
    ]]

}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...
}

-- TAG-MEAS-GAP-CONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In the case of EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). gapFR1 can not be configured together with gapUE. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2
Indicates measurement gap configuration applies to FR2 only. gapFR2 cannot be configured together with gapUE. The applicability of the FR2 measurement gap is according to Table 9.1.2-1 and Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In the case of EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range should beis from 0 to mgrp-1.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. The applicability of the measurement gap length is according to in Table 9.1.2-1 and Table 9.1.2-2 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5ms, ms3 corresponds to 3ms and so on.

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The applicability of the measurement gap repetition period is according to in Table 9.1.2-1 and Table 9.1.2-2 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25ms and ms0dot5 corresponds to 0.5ms.For FR2, the network only configures 0 and 0.25ms. 



[bookmark: _Toc535261471]–	MeasGapSharingConfig
The IE MeasGapSharingConfig specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.
MeasGapSharingConfig information element
-- ASN1START
-- TAG-MEAS-GAP-SHARING-CONFIG-START

MeasGapSharingConfig ::=        SEQUENCE {
    gapSharingFR2                   SetupRelease { MeasGapSharingScheme }       OPTIONAL,   -- Need M
    ...,
    [[
    gapSharingFR1                   SetupRelease { MeasGapSharingScheme }       OPTIONAL,   --Need M
    gapSharingUE                    SetupRelease { MeasGapSharingScheme }       OPTIONAL    --Need M
    ]]

}

MeasGapSharingScheme::=         ENUMERATED {scheme00, scheme01, scheme10, scheme11}

-- TAG-MEAS-GAP-SHARING-CONFIG-STOP
-- ASN1STOP

	MeasGapSharingConfig field descriptions

	gapSharingFR1
Indicates the measurement gaps sharing scheme that applies to the gap set for FR1 only. In the case of EN-DC, gapSharingFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 gap sharing). gapSharingFR1 can not be configured together with gapSharingUE. For the applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to "00", value scheme01 corresponds to "01", and so on.

	gapSharingFR2
Indicates the measurement gaps sharing scheme that applies to the gap set for FR2 only. gapSharingFR2 cannot be configured together with gapSharingUE. For the applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to "00", value scheme01 corresponds to "01", and so on.

	gapSharingUE
Indicates the measurement gaps sharing scheme that applies to the gap set per UE.  In EN-DC, gapSharingUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE gap sharing). If gapSharingUE is configured, then neither gapSharingFR1 nor gapSharingFR2 can be configured. For the applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to "00", value scheme01 corresponds to "01", and so on.




End of changes

