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START OF FIRST CHANGE

5.3.13.2
Initiation

The UE initiates the procedure when upper layers or AS (when responding to RAN paging or upon triggering RNA updates while the UE is in RRC_INACTIVE) requests the resume of a suspended RRC connection.

The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.

Upon initiation of the procedure, the UE shall:

1>
if the resumption of the RRC connection is triggered by response to NG-RAN paging:

2>
select '0' as the Access Category;

2>
perform the unified acccess control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

1>
else if the upper layers provide an Access Category and one or more Access Identities upon requesting the resumption of an RRC connection:

2>
perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;

2>
set the resumeCause in accordance with the information received from upper layers;

3>
if the access attempt is barred, the procedure ends;

1>
else if the resumption of the RRC connection is triggered due to an RNA update as specified in 5.3.13.8:

2>
if an emergency service is ongoing:

NOTE:
How the RRC layer in the UE is aware of an ongoing emergency service is up to UE implementation.
3>
select '2' as the Access Category;

2>
else:

3>
select '8' as the Access Category;

2>
perform the unified access control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities to be applied as specified in TS 24.501 [23];

3>
if the access attempt is barred:

4>
set the variable pendingRnaUpdate to true;

4>
the procedure ends;

1>
except if the UE supports restoring the MCG SCells:
2>
release the MCG SCell(s) from the UE Inactive AS context, if stored;

1>
apply the default L1 parameter values as specified in corresponding physical layer specifications, except for the parameters for which values are provided in SIB1;

1>
apply the default SRB1 configuration as specified in 9.2.1;

1>
apply the default MAC Cell Group configuration as specified in 9.2.2;

1>
release delayBudgetReportingConfig from the UE Inactive AS context, if stored;

1>
 stop timer T342, if running;

1>
release overheatingAssistanceConfig from the UE Inactive AS context, if stored;

1>
 stop timer T345, if running;

 1>
apply the CCCH configuration as specified in 9.1.1.2;

1>
apply the timeAlignmentTimerCommon included in SIB1;

1>
start timer T319;

1>
set the variable pendingRnaUpdate to false;

1>
initiate transmission of the RRCResumeRequest message or RRCResumeRequest1 in accordance with 5.3.13.3.

END OF FIRST CHANGE

START OF SECOND CHANGE

5.3.13.4
Reception of the RRCResume by the UE
The UE shall:

1>
stop timer T319;
1>
stop timer T380, if running;
1>
if the RRCResume includes the fullConfig:

2>
perform the full configuration procedure as specified in 5.3.5.11;

1>
else:

2>
except if the RRCResume includes the restoreMCG-SCells:

3>
release the MCG SCell(s) from the UE Inactive AS context, if stored;
2>
restore the masterCellGroup and pdcp-Config from the UE Inactive AS context;

1>
discard the UE Inactive AS context except the ran-NotificationAreaInfo;

1>
if the RRCResume includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>
if the RRCResume includes the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
resume SRB2 and all DRBs;
1>
if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;

1>
stop timer T320, if running;

1>
if the RRCResume message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
resume measurements if suspended;

1>
if T390 is running:

2>
stop timer T390 for all access categories;

2>
perform the actions as specified in 5.3.14.4.

1>
if T302 is running:

2>
stop timer T302, if running;

2>
perform the actions as specified in 5.3.14.4;
1>
enter RRC_CONNECTED;

1>
indicate to upper layers that the suspended RRC connection has been resumed;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of the of RRCResumeComplete message as follows:

2>
if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers;

2>
if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>
if the masterCellGroup contains the reportUplinkTxDirectCurrent:

3>
include the uplinkTxDirectCurrentList;

1>
submit the RRCResumeComplete message to lower layers for transmission;

1>
the procedure ends.

END OF SECOND CHANGE

START OF THIRD CHANGE

6.2
RRC messages
6.2.2
Message definitions
–
RRCResume
The RRCResume message is used to resume the suspended RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCResume message

-- ASN1START

-- TAG-RRCRESUME-START

RRCResume ::=                       SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcResume                           RRCResume-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCResume-IEs ::=                   SEQUENCE {

    radioBearerConfig                   RadioBearerConfig                                                       OPTIONAL, -- Need M

    masterCellGroup                     OCTET STRING (CONTAINING CellGroupConfig)                               OPTIONAL, -- Need M

    measConfig                          MeasConfig                                                              OPTIONAL, -- Need M

    fullConfig                          ENUMERATED {true}                                                       OPTIONAL, -- Need N

    lateNonCriticalExtension            OCTET STRING                                                            OPTIONAL,

    nonCriticalExtension                RRCResume-v16xx-IEs                                                     OPTIONAL
}
RRCResume-v16xx-IEs ::=             SEQUENCE {

    restoreMCG-SCells                   ENUMERATED {true}                                                       OPTIONAL, -- Need N

    nonCriticalExtension                SEQUENCE{}                                                              OPTIONAL
}

-- TAG-RRCRESUME-STOP

-- ASN1STOP

	RRCResume-IEs field descriptions

	masterCellGroup
Configuration of the master cell group (NR Standalone):

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP.

	restoreMCG-SCells
If included, the UE shall restore the MCG SCells from the UE Inactive AS Context.


END OF THIRD CHANGE

START OF FOURTH CHANGE

6.3
RRC information elements
6.3.3
UE capability information elements
–
UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].

UE-NR-Capability information element

-- ASN1START

-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {

    accessStratumRelease            AccessStratumRelease,

    pdcp-Parameters                 PDCP-Parameters,

    rlc-Parameters                  RLC-Parameters                      OPTIONAL,

    mac-Parameters                  MAC-Parameters                      OPTIONAL,

    phy-Parameters                  Phy-Parameters,

    rf-Parameters                   RF-Parameters,

    measAndMobParameters            MeasAndMobParameters                OPTIONAL,

    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,

    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,

    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,

    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,

    featureSets                     FeatureSets                         OPTIONAL,

    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                        OPTIONAL,

    nonCriticalExtension            UE-NR-Capability-v1530              OPTIONAL
}

UE-NR-Capability-v1530 ::=               SEQUENCE {

    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,

    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530      OPTIONAL,

    dummy                                    ENUMERATED {supported}                 OPTIONAL,

    interRAT-Parameters                      InterRAT-Parameters                    OPTIONAL,

    inactiveState                            ENUMERATED {supported}                 OPTIONAL,

    delayBudgetReporting                     ENUMERATED {supported}                 OPTIONAL,

    nonCriticalExtension                     UE-NR-Capability-1540                  OPTIONAL
}

UE-NR-Capability-1540 ::=               SEQUENCE {

    sdap-Parameters                         SDAP-Parameters                         OPTIONAL,

    overheatingInd                          ENUMERATED {supported}                  OPTIONAL,

    ims-Parameters                          IMS-Parameters                          OPTIONAL,

    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,

    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540       OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v15xy                  OPTIONAL
}

UE-NR-Capability-v15xy ::=



SEQUENCE {

    reducedCP-Latency                       ENUMERATED {supported}                  OPTIONAL,

    nonCriticalExtension                    UE-NR-Capability-v16xx                  OPTIONAL
}

UE-NR-Capability-v16xx ::=               SEQUENCE {

    keepSCellsOnResume                      ENUMERATED {supported}                 OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                            OPTIONAL
}
UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {

    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                  OPTIONAL,

    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                  OPTIONAL,

    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff            OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {

    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff

}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {

    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,

    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {

    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                 OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP

-- ASN1STOP
	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for NR (not for MR-DC). The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.

	keepSCellOnResume

Indicates whether UE is capable of restoring MCG SCells upon RRC Resume.


END OF FOURTH CHANGE

