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	Reason for change:
	GSMA sent an LS to RAN#84 stating that 5GSI had come to concensus on the definition of upperlayerindication bit. This CR alligns the definition in 36.331 with the definition contained in RP‑190638. 

	
	

	Summary of change:
	Change the definition of upperLayerIndication from “Indication to be provided to upper layers.” to “The UE has entered a coverage area that offers 5G capabilities.”. 
Impact analysis:
Impacted functionality:
The CR only impacts the definition of upperlayerindocation
Inter-operability:
There is no inter-operability problem caused by this CR.

	
	

	Consequences if not approved:
	Upperlayerindicaiton remains very vague and the definition doesn’t align with operator concensus. 
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	Other comments:
	


6.3.1
System information blocks

<UNNECESSARY PARTS OMITTED>
	SystemInformationBlockType2 field descriptions

	plmn-InfoList

If E-UTRAN includes this field, it includes the same number of entries, and listed in the same order as PLMNs across the plmn-IdentityList fields included in SIB1. I.e. the first entry corresponds to the first entry of the combined list that results from concatenating the entries included in the second to the original plmn-IdentityList field.

	reducedCP-LatencyEnabled
If present, reduced control plane latency is enabled. UEs supporting reduced CP latency transmit Msg3 according to 
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timing as specified in TS 36.213 [23] when transmitting RRCConnectionResumeRequest in Msg3.

	mbms-ROM-ServiceIndication

This field indicates whether the UE is allowed to send MBMSInterestIndication message for the purpose of indicating receive only mode MBMS service parameters.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime

If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	unicastFreqHoppingInd

This field indicates if the UE is allowed to indicate support of frequency hopping for unicast MPDCCH/PDSCH/PUSCH as described in TS 36.321 [6]. This field is included only in the BR version of SI message carrying SystemInformationBlockType2.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42], table 5.6-1. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42], table 5.7.3-1, applies.

For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	up-EDT

This field indicates whether the UE is allowed to initiate UP-EDT, see 5.3.3.1b.

	upperLayerIndication

The UE has entered a coverage area that offers 5G capabilities.   

	useFullResumeID

This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	videoServiceCauseIndication

Indicates whether the UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL video calls. 

	voiceServiceCauseIndication

Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls.


<END OF CHANGE>
3GPP


_1587468628.unknown

